Manufactured with either terminal pins or flying leads

Drawing Version| 01

ROTATION
UL3266 # 24AWG AIR FL OW
H
T & TIL
A |
5 /
m . .
" \ Terminal Type: 7.8 (0.5 Thick)
L~
| L |
vol [[ ¢
/ ' T 140
~ 3| |3 (+/- 0.5)
04.3 104.8 (+-0.3) u
| 3>
» 119 (+- 0.5) ol 38 (+- 0.5)
Ball (50Hz) Ball (60Hz)
0.35 | T ~ 0.35 ' 1 T OUTLET
oy - HBL/HBT - HBL/HBT
% 0.3 1 t 0.3 | -
E 0.25 | 0.25 \
Q
==__ 0.2 | | 0.2
® PS1238B%-1
5 015 — 0.15 | COMPACT AXIAL FAN
i | 120x120X38 LEADS220V 0.12A
. -y S N = BALL BEARING
3 T IMPEDANCE PROTECTED
= 005 \ | 0.05 |
)
- . | || < | |
0 20 40 B0 80 100 120 140 0 20 40 60 80 100 120 140
Airflow (CFM)
- NMB Ball Bearing .:.
- Temperature Rating: -40 C to +65 C
SPECIFICATION POLE STAR PRODUCTS LIMITED
Motor SP Speed (RPM) 2500/2750 | Bearings Ball Product Code
Voltage (V) 220/240 | Motor Protection | Imp.Prot | Weight (g) 525 P OI I ‘ S I AR PS1238BT-1
Frequency (Hz) 50/60 | Insulation Class B Air Volume (CFM) [112/124 —
. Projection A4
Power In (Watts) | 24/22 | Protection Class IP24 | Noise Level (dBA) | 44/47 .
PRODUCTS LIMITED Angle a @3 SR
Current (A) 0.14/0.12 Pressure (inch-H20) | 0.30/0.28 + 30 Sheet: 1 of




