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PEDESTAL FANS

FANS

Our pedestal fans are the smallest fans that we stock and sell; they are a popular unit used in small heaters, 

refrigeration units, cooling and many other applications.

The axial blades range from 88mm up to 300mm in diameter, they are driven by shaded pole motors either 

skeleton/open frame (24 Range) or enclosed body design (84 Range). The motors are mounted horizontally onto 

a pedestal bracket (also known as a top hat stand).

They are either a high speed 2 pole (2600RPM) motor or a 4 pole (1250RPM) output performance; this means 

they are able to achieve a relative high air volume given the small size of the fan blades, coupled with low level 

noise produced.
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PEDESTAL MOUNT FANS

FANS

TEMPERATURE: -10°C TO +60°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

CONNECTIONS: TERMINAL CONNECTOR

SLEEVE BEARINGS

ENCLOSURE: OPEN FRAME

BEARINGS: LUBRICATED FOR LIFE SELF ALIGNING 

TYPE:   SHADED POLE 

SUPPLY: SINGLE PHASE 230V, 50/60HZ

POLES: 2 POLE (2500RPM)

SPEEDS: SINGLE SPEED

INSULATION: CLASS F

24.22

29.70

24.22

29.70

24.22

24.22

24.22

24.22

29.70

29.70

29.70

29.70
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PEDESTAL MOUNT FANS

FANS

TEMPERATURE: -10°C TO +60°C

SLEEVE BEARINGS
BEARINGS: LUBRICATED FOR LIFE SELF ALIGNING 

ENCLOSURE: OPEN FRAME

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

CONNECTIONS: TERMINAL CONNECTOR

TYPE:   SHADED POLE 

POLES: 2 POLE (2500RPM)

INSULATION: CLASS F

SPEEDS: SINGLE SPEED

SUPPLY: SINGLE PHASE 230V, 50/60HZ

27.39

27.39

27.46

27.46

27.55

27.55

27.62

27.62

29.48

29.48

29.67

29.67

29.85

30.01

29.85

30.01
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PEDESTAL FAN ASSEMBLY

FANS

30.06

30.06

30.11

30.11

30.19

30.19

30.21

30.21

TEMPERATURE: -10°C TO +60°C

CONNECTIONS: TERMINAL CONNECTOR

ENCLOSURE: OPEN FRAME

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BEARINGS: LUBRICATED FOR LIFE SELF ALIGNING 
SLEEVE BEARINGS

TYPE:   SHADED POLE 

SUPPLY: SINGLE PHASE 230V, 50/60HZ

POLES: 2 POLE (2500RPM)

SPEEDS: SINGLE SPEED

INSULATION: CLASS F

These fans give relative high air volume along with low noise levels; given their small size they are 
ideal for applications such as:

Small heaters
Refrigerating units
Photocopying machines
Cooling electrical equipment

Available on request (Quantity dependant)

Plastic coated coils protected against humidity
Special dustproof closed supports in cast aluminium alloy
High temperature  versions
Thermal protector with automatic reset
Eart connection, with fasten on motor
Dual voltage

Class "H" insulation
12-24V standard DC (6-72V upon request)
Motor shaft supported by ball bearings
Electrical connectors by cable
Multi speed
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PEDESTAL MOUNT FANS

FANS

TEMPERATURE: -10°C TO +60°C

CONNECTIONS: FLYING LEAD CONNECTION

BEARINGS: SEALED FOR LIFE BALL BEARINGS

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TYPE:   SHADED POLE 

SUPPLY: SINGLE PHASE 230V, 50/60HZ

POLES: 4 POLE (1250RPM)

SPEEDS: SINGLE SPEED

INSULATION: CLASS F
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OEM SPECIAL FRIDGE MOTORS

FANS

BEARINGS: LUBRICATED FOR LIFE SELF ALIGNING SLEEVE

ADDITIONAL FEATURES: COMPLETE WITH BLADE

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BEARINGS

CONNECTIONS: FLYING LEADS

POLES: 2 POLE (2500RPM)

SUPPLY: SINGLE PHASE 220V/240V, 50/60HZ

TYPE:   SHADED POLE 

SPEEDS: SINGLE SPEED

30.97

27.82
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OEM SPECIAL FRIDGE MOTORS

FANS

29.19

29.19

TEMPERATURE: -10°C TO +60°C

BEARINGS

ADDITIONAL FEATURES: THERMOPLASTIC BLADE

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BEARINGS: LUBRICATED FOR LIFE SELF ALIGNING SLEEVE

CONNECTIONS: FLYING LEADS

POLES: 2 POLE (2500RPM)

CLASS: B

TYPE:   SHADED POLE 

SPEEDS: SINGLE SPEED

SUPPLY: SINGLE PHASE 230V, 50/60HZ
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OVEN FANS

FANS

NOTES: 18 BLADE 80MM COOLING BLADE STAINLESS 

RATING: CONTINUOUSLY DUTY

TEMPERATURE: -10°C TO +60°C

BEARINGS: HIGH TEMPERATURE BALL BEARINGS

130MM INSULATION PROTECTIVE COVER 

AISI 430 BLADE

POLES: 2 POLE (2100RPM)

ENCLOSURE: OPEN FRAME

SUPPLY: SINGLE PHASE 230V, 50/60HZ

SPEEDS: SINGLE SPEED

TYPE:   SHADED POLE 

CLASS: H

19.88

25.89

REDUCED
PRICE
REDUCED
PRICE

18.40

24.38

REDUCED
PRICE

REDUCED
PRICE

AVAILABLE UPON REQUEST (QUANTITY DEPENDANT)

Dual voltage                              Dual speed
Higher temperature versions        Cable connectors           
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OVEN FANS

FANS

RATING: CONTINUOUSLY DUTY

NOTES: STAINLESS AISI 430 BLADE

BEARINGS: HIGH TEMPERATURE BALL BEARINGS

TEMPERATURE: -10°C TO +60°C

ENCLOSURE: OPEN FRAME

TYPE:   SHADED POLE 

CLASS: H

POLES: 2 POLE (2100RPM)

SUPPLY: SINGLE PHASE 230V, 50/60HZ

SPEEDS: SINGLE SPEED

Part Output Stack Body Rotation Motor Blade Number Price

Number Power Height Length S.E. RPM Diameter of Blades £

OF40TD-160 40W 40 79 CW 2100 160 12 74.32£     

CB120.24-AB 49W - 63 CW 2300 150 5 144.03£  

CB120.24-AB

OF40TD-160

NEW
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RING & MOUNTED FANS

FANS

BLADE ANGLE

Most other UK stockists only hold one blade angle on stock but here at Pole Star we hold a vast variety from as low as 

11degrees up to 34degrees, this means it is possible to achieve the exact performance you require. Rather than changing a 

motor power to increase performance, changing the blade is far more effective.

MATERIAL CHOICE

We offer both a high quality ball bearing option as well as a cost effective sleeve bearing version. So depending on your 

application and price limitations we will have the motor to suit you.

We know everybody has different preferences when it comes to material for ring brackets and fan blades; whether they are 

for an OEM application, stock models at a trade counter or just van spares stock. As a result we keep both steel and plastic 

rings along with aluminium and plastic fan blades. The thermoplastic material is suitable to low and high temperatures to stop 

stress fractures. The plastic models generally give 5% more airow performance.

Extremely common in industrial and commercial refrigeration applications, we have a selection which is second to 

none in the UK and as a result we supply to most of the UK refrigeration cabinet OEM's. These motors are two and four 

shaded poles, single phase, running at a nominal tension of 230-240V, 50-60Hz with an output power ranging from 5 

to 34 Watt; insulation class B and protection IP42. Blade diameters range from 154mm up to 300mm.

BEARING TYPES
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RING MOUNT FANS

FANS

TEMPERATURE: -40°C TO +60°C

BEARINGS: SLEEVE AND BALL BEARING

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

CONNECTIONS: FLYING LEADS & PLUG IN CONNECTOR

MOUNTING RING: METAL AND PLASTIC RING MOUNT

BLADES: METAL AND PLASTIC BLADES 

TYPE:   SHADED POLE 

ENCLOSURE: TOTALLY ENCLOSED

CLASS: B

SUPPLY: SINGLE PHASE 230V, 50/60HZ

POLES: 2 POLE (2500RPM)

SPEEDS: SINGLE SPEED

28.16

28.16

27.28

28.16

28.16

*Plug in 2m cable 84PC2A £ 1.90  
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RING MOUNT FANS - 154MM

FANS

BEARINGS: SLEEVE AND BALL BEARING

BLADES: METAL AND PLASTIC BLADES 

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE: -30°C TO +60°C

CONNECTIONS: FLYING LEADS 

MOUNTING RING: RING MOUNTS

POLES: 2 POLE (1250RPM)

TYPE:   SHADED POLE 

SUPPLY: SINGLE PHASE 230V, 50/60HZ

CLASS: B

SPEEDS: SINGLE SPEED

ENCLOSURE: TOTALLY ENCLOSED

15.75

15.53

15.82

15.53

16.80

16.58

16.80

16.58
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RING MOUNT FANS - 172MM

FANS

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BEARINGS: SLEEVE AND BALL BEARING

TEMPERATURE: -30°C TO +60°C

CONNECTIONS: FLYING LEADS 

MOUNTING RING: METAL & PLASTIC RING MOUNTS

BLADES: METAL AND PLASTIC BLADES 

SUPPLY: SINGLE PHASE 230V, 50/60HZ

CLASS: B

SPEEDS: SINGLE SPEED

ENCLOSURE: TOTALLY ENCLOSED

TYPE:   SHADED POLE & PSC MOTORS 

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)

43.25

16.07

15.83

16.07

16.20

16.20

16.31

16.05

16.31

17.12

16.88

17.25

17.46

17.10
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RING MOUNT FANS - 172MM & 200MM

FANS

BLADES: METAL AND PLASTIC BLADES 

MOUNTING RING: NON-STANDARD FRAMES

TEMPERATURE: -30°C TO +60°C

BEARINGS: SLEEVE AND BALL BEARING

CONNECTIONS: FLYING LEADS 

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

SUPPLY: SINGLE PHASE 230V, 50/60HZ

TYPE:   SHADED POLE  

CLASS: B

ENCLOSURE: TOTALLY ENCLOSED

SPEEDS: SINGLE SPEED

POLES: 4 POLE (1250RPM)

16.06

DEEP RING WIRE PROTECTION

18.31

17.55

24.27
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RING MOUNT FANS - 200MM

FANS
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ENCLOSURE: TOTALLY ENCLOSED

SPEEDS: SINGLE SPEED

SUPPLY: SINGLE PHASE 230V, 50/60HZ

CLASS: B

TYPE:   SHADED POLE & PSC MOTORS 

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)

42.99

16.22

15.99

16.22

16.33

19.59

16.39

16.14

16.39

17.27

17.04

17.38

17.44

17.08

BEARINGS: SLEEVE AND BALL BEARING

CONNECTIONS: FLYING LEADS 

MOUNTING RING: METAL & PLASTIC RING MOUNTS

BLADES: METAL AND PLASTIC BLADES 

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE: -30°C TO +60°C
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RING MOUNT FANS - 230MM

FANS
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TYPE:   SHADED POLE & PSC MOTORS 

CLASS: B

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)

ENCLOSURE: TOTALLY ENCLOSED

SUPPLY: SINGLE PHASE 230V, 50/60HZ

SPEEDS: SINGLE SPEED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BEARINGS: SLEEVE AND BALL BEARING

TEMPERATURE: -30°C TO +60°C

CONNECTIONS: FLYING LEADS 

MOUNTING RING: METAL & PLASTIC RING MOUNTS

BLADES: METAL AND PLASTIC BLADES 

2
5
4

2
9
0

2
5
4

2
9
0

16.61

16.61

16.75

16.75

16.50

17.66

17.80

17.55
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RING MOUNT FANS - 254MM

FANS
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SUPPLY: SINGLE PHASE 230V, 50/60HZ

SPEEDS: SINGLE SPEED

TYPE:   SHADED POLE & PSC MOTORS 

POLES: 4 POLE (1250RPM)

CLASS: B

ENCLOSURE: TOTALLY ENCLOSED

MOUNTING RING: METAL & PLASTIC RING MOUNTS

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BLADES: METAL AND PLASTIC BLADES 

TEMPERATURE: -30°C TO +60°C

BEARINGS: SLEEVE AND BALL BEARING

CONNECTIONS: FLYING LEADS 

17.56

17.56

17.30

18.18

18.18

19.38

18.36

18.36

18.61

18.35

19.23

19.41
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RING MOUNT FANS - 300MM

FANS
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TYPE:   SHADED POLE 

SUPPLY: SINGLE PHASE 230V, 50/60HZ

POLES: 4 POLE (1250RPM)

SPEEDS: SINGLE SPEED

CLASS: B

ENCLOSURE: TOTALLY ENCLOSED

TEMPERATURE: -30°C TO +60°C

MOUNTING RING: METAL RING MOUNTS

BLADES: ALUMINIUM BLADES 

CONNECTIONS: FLYING LEADS 

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BEARINGS: SLEEVE AND BALL BEARING

22.41

23.57

23.46

24.62
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RING MOUNT FANS

FANS
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CLASS: B

TYPE:   SHADED POLE 

SUPPLY: SINGLE PHASE 230V, 50/60HZ

POLES: 4 POLE (1250RPM)

SPEEDS: SINGLE SPEED

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE: -30°C TO +60°C

BLADES: ALUMINIUM & PLASTIC BLADES 

BEARINGS: SEALED FOR LIFE BALL BEARING

CONNECTIONS: OEM MOULDED PLUGS

MOUNTING RING: METAL & PLASTIC RING MOUNTS

35.78

36.69

36.83

37.39

38.02

41.56

33.68

33.54

33.68

34.24

34.87

39.46
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RING MOUNT FANS

FANS
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ENCLOSURE: TOTALLY ENCLOSED

TYPE:   SHADED POLE 

POLES: 4 POLE (1250RPM)

SUPPLY: SINGLE PHASE 230V, 50/60HZ

SPEEDS: SINGLE SPEED

CLASS: B

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BEARINGS: SEALED FOR LIFE BALL BEARING

TEMPERATURE: -30°C TO +60°C

CONNECTIONS: OEM MOULDED PLUGS

BLADES: ALUMINIUM & PLASTIC BLADES 

MOUNTING RING: METAL & PLASTIC RING MOUNTS

33.68

33.54

33.68

34.24

34.87

39.46

33.68

33.54

33.68

34.24

34.87

39.46
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GRID MOUNT FANS - 154MM & 172MM

FANS
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SPEEDS: SINGLE SPEED

ENCLOSURE: TOTALLY ENCLOSED

CLASS: B

TYPE:   SHADED POLE & PSC MOTORS 

SUPPLY: SINGLE PHASE 230V, 50/60HZ

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BEARINGS: SEALED FOR LIFE BALL BEARING

TEMPERATURE: -30°C TO +60°C

CONNECTIONS: FLYING LEADS

16.43

16.17

44.47

16.76

16.51

18.30

18.70

18.44
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GRID MOUNT FANS - 200MM & 230MM

FANS
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SUPPLY: SINGLE PHASE 230V, 50/60HZ

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)

ENCLOSURE: TOTALLY ENCLOSED

SPEEDS: SINGLE SPEED

TYPE:   SHADED POLE & PSC MOTORS 

CLASS: B

BEARINGS: SEALED FOR LIFE BALL BEARING

CONNECTIONS: FLYING LEADS

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE: -30°C TO +60°C

45.28

18.34

18.95

18.71

19.24

19.38

19.14
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GRID MOUNT FANS - 254MM & 300MM

FANS
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POLES: 4 POLE (1250RPM)

TYPE:   SHADED POLE & PSC MOTORS 

SPEEDS: SINGLE SPEED

ENCLOSURE: TOTALLY ENCLOSED

CLASS: B

SUPPLY: SINGLE PHASE 230V, 50/60HZ

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE: -30°C TO +60°C

BEARINGS: SEALED FOR LIFE BALL BEARING

CONNECTIONS: FLYING LEADS

19.92

18.76

20.22

20.22

20.22

28.70

31.14
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MOTOR & BLADE MATCHING

FANS
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Our guidelines for motor and blade matching in order to achieve maximum airow coupled with a long motor life are:

For our popular range of ring and grid mounted fan assemblies we are often asked by manufacturers and engineers alike 

which are our recommended restrictions on motor power and what size blade they can drive.

Using the wrong combination can cause premature failure of the motor; if a blade is undersized for the motor there will be 

insufcient airow to keep the motor cool which results in overheating and failure normally of the bearings or winding. 

Likewise if a blade is used which is oversized for the motor then the motor will also have an increased chance of failure as the 

motor is not powerful enough to turn the blade at a sufcient speed to cool the motor, both cases result in the same failure.
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ECM REFRIGERATION MOTORS

FANS
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With the cost of energy ever rising and the need for all of us to help reduce CO2 emissions, Pole Star Products 

energy efcient fan motors are a must for any forward thinking business.

Our Electronically Commutated Fan Motors (ECM) are up to 68% efcient compared to only 18% efciency from 

a standard shaded pole fan motor.

ECM motors are used in a large number of applications and are being used more and more in large supermarket 

re-ts and new installations. An average sized supermarket (300-400 fan motors) can see a payback period of 

just over 1 year. CO2 emissions are also massively reduced.

An average store with 400 shaded pole fan motors would use around 13,200 Watts/hour; with our energy 

efcient motors that is reduced to 3,600 Watts/hour – That is a saving of 9,600 Watts every hour! CO2 emissions 

also drop from just under 8,000gr to just over 2,000gr – over 70% less!

Our ECM motors have many other benets over standard shaded pole motors - call us for further information and 

see how our motors can help your business.
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EC RING MOUNT FANS - 154MM

FANS
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SPEEDS: SINGLE SPEED

TYPE: ENERGY SAVING (ELECTRONICALLY 

COMMUTATED MOTORS)   

SUPPLY: SINGLE PHASE 230V, 50/60HZ

POLES: 2 POLE (2500RPM), 4 POLE (1250RPM)

CLASS: B

ENCLOSURE: TOTALLY ENCLOSED

CONNECTIONS: FLYING LEADS

BEARINGS: BALL BEARING

EFFICIENCY: 65% ELECTRICAL EFFICIENCY

TEMPERATURE: -20°C TO +55°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

47.61

35.64

40.26

53.28
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EC RING MOUNT FANS - 172MM

FANS
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TYPE: ENERGY SAVING (ELECTRONICALLY 

COMMUTATED MOTORS)   

POLES: 2 POLE (2500RPM), 4 POLE (1250RPM)

SUPPLY: SINGLE PHASE 230V, 50/60HZ

SPEEDS: SINGLE SPEED

CLASS: B

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BEARINGS: BALL BEARING

TEMPERATURE: -20°C TO +55°C

CONNECTIONS: FLYING LEADS

EFFICIENCY: 65% ELECTRICAL EFFICIENCY

48.45

36.48

41.10

36.48

41.10

54.12



EC RING MOUNT FANS

FANS
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SUPPLY: SINGLE PHASE 230V, 50/60HZ

CLASS: B

TYPE: ENERGY SAVING (ELECTRONICALLY 

COMMUTATED MOTORS)   

ENCLOSURE: TOTALLY ENCLOSED

POLES: 2 POLE (2500RPM), 4 POLE (1250RPM)

SPEEDS: SINGLE SPEED

TEMPERATURE: -20°C TO +55°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

CONNECTIONS: FLYING LEADS

BEARINGS: BALL BEARING

EFFICIENCY: 65% ELECTRICAL EFFICIENCY

49.07

37.10

41.72

37.10

41.72

37.10

41.72

54.74



EC RING MOUNT FANS - 230MM

FANS
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TYPE: ENERGY SAVING (ELECTRONICALLY 

COMMUTATED MOTORS)   

SUPPLY: SINGLE PHASE 230V, 50/60HZ

POLES: 2 POLE (2500RPM), 4 POLE (1250RPM)

SPEEDS: SINGLE SPEED

CLASS: B

ENCLOSURE: TOTALLY ENCLOSED

TEMPERATURE: -20°C TO +55°C

CONNECTIONS: FLYING LEADS

BEARINGS: BALL BEARING

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

EFFICIENCY: 65% ELECTRICAL EFFICIENCY

50.04

42.69

47.94

55.71



EC RING MOUNT FANS - 254MM

FANS
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TEMPERATURE RATING: -20°C TO +55°C

ENCLOSURE: TOTALLY ENCLOSED 

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BEARINGS: BALL BEARING

EFFICIENCY: 65% ELECTRICAL EFFICIENCY

CONNECTIONS: FLYING LEADS

TYPE: ENERGY SAVING (ELECTRONICALLY 

COMMUTATED MOTORS)

SPEEDS: SINGLE SPEED 

POLES: 4 POLE (1250RPM) 

SUPPLY:  50/60HZSINGLE PHASE 230V,

INSULATION: CLASS B

44.64

49.89

57.66

62.91
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ENCLOSURE: TOTALLY ENCLOSED 

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BEARINGS: BALL BEARING

TEMPERATURE RATING: -20°C TO +55°C

CONNECTIONS: FLYING LEADS

EFFICIENCY: 65% ELECTRICAL EFFICIENCY

TYPE: ENERGY SAVING (ELECTRONICALLY 

COMMUTATED MOTORS)

SUPPLY:  50/60HZSINGLE PHASE 230V,

POLES: 4 POLE (1250RPM) 

SPEEDS: SINGLE SPEED 

INSULATION: CLASS B

54.87

62.64
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TEMPERATURE RATING: -20°C TO +55°C

ENCLOSURE: TOTALLY ENCLOSED 

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BEARINGS: BALL BEARING

CONNECTIONS: OEM MOULDED PLUGS

MOUNTING RING: METAL & PLASTIC MOUNTING RINGS

BLADES: ALUMINIUM & PLASTIC BLADES 

TYPE: ENERGY SAVING (ELECTRONICALLY 

COMMUTATED MOTORS)

SPEEDS: SINGLE SPEED 

INSULATION: CLASS B

SUPPLY:  50/60HZSINGLE PHASE 230V,

POLES: 2 POLE (2550RPM), 4 POLE (1250RPM) 

54.96

55.79

56.41

62.00

63.96

74.18

54.96

55.79

56.41

62.00

63.96

74.18



SUPPLY:  50/60HZSINGLE PHASE 230V,

POLES: 4 POLE (1250RPM) 

TYPE: ENERGY SAVING (ELECTRONICALLY 

COMMUTATED MOTORS)

SPEEDS: SINGLE SPEED 

INSULATION: CLASS B

ENCLOSURE: TOTALLY ENCLOSED 

EC GRID MOUNT FANS
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SPEED: AVAILABLE IN HIGH SPEED

EFFICIENCY: 65% ELECTRICAL EFFICIENCY

BEARINGS: BALL BEARING

TEMPERATURE RATING: -20°C TO +55°C

CONNECTIONS: FLYING LEADS

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

36.26

37.34

38.63

39.71

43.60

44.68
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SUPPLY:  50/60HZSINGLE PHASE 230V,

TYPE: ENERGY SAVING (ELECTRONICALLY 

COMMUTATED MOTORS)

SPEEDS: SINGLE SPEED 

ENCLOSURE: TOTALLY ENCLOSED 

POLES: 4 POLE (1250RPM) 

INSULATION: CLASS B

EFFICIENCY: 65% ELECTRICAL EFFICIENCY

TEMPERATURE RATING: -20°C TO +55°C

CONNECTIONS: FLYING LEADS

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

BEARINGS: BALL BEARING

45.06

56.84

46.31

57.52

66.73
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A highly popular range, these small general purpose fans come in industry standard frame sizes. They have the 

advantage of being able to be mounted in reverse to change the airow with ease, and work with almost silent 

running. Predominately 2 pole they range in size from 60mm square up to 200mm, depths range from 25mm up 

to 90mm for the most common applications and they are available in AC supplies and special low “safety” 

voltages. 

Pole Star are able to offer one of the most complete range of compact axial fans available to date in the spares 

market, and with our manufacturing facilities we can also have fans made to customer specications (quantity 

dependant).

We stock the matching wire framed guards and fan lters from 80mm up to 150mm. These slim line protective 

guards t to the front or back of the fan via the four corner points. Many of our fans are available either with 

ying leads or terminal pins, and for the terminal pin versions a 1metre cable is stocked separately.

CHART TITLE
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INSULATION: CLASS B

TYPE: SHADED POLE

POLES: 2 POLE (2700RPM) 

SPEEDS: SINGLE SPEED 

SUPPLY: 
 

 24V 50/60HzSINGLE PHASE 5V, 12V,

PROTECTION: IMPEDANCE PROTECTION

NOTES: MOST SIZES INDIVIDUALLY BOXED

TEMPERATURE RATING: -40°C TO +65°C

BEARINGS: SEALED FOR LIFE BALL BEARING

CONNECTIONS: FLYING LEADS OR TERMINAL PINS

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

PS0410SL-1

PS0410SL-2

PS0420BL-1

PS0428BL-1

32

32

32

32

5V DC

12V DC

12V DC

24V DC

0.9W

0.8W

0.1A

7.1A

6000

6000

7800

17200

310mm

310mm

295mm

310mm

Sleeve

Sintec

Ball

Ball

10

10

20

28

Motor

RPM

25.66

40.56

45.28

37.40

NEW

NEW

NEW

PS0510BL-1

PS0515SL-1

PS0515SL-2

40

40

40

24V DC

12V DC

24V DC

1.92W

0.8W

1W

5000

5000

5000

290mm

310mm

310mm

Ball

Sintec

Sleeve

10.5

15

15

Motor

RPM

29.40

26.90

40.60

NEW

NEW



POLES: 2 POLE (2700RPM) 

SUPPLY:  24V, 45V, SINGLE PHASE 5V, 12V,
115V, 230V, 50/60Hz

INSULATION: CLASS B

SPEEDS: SINGLE SPEED 

TYPE: SHADED POLE

PS0615SL-1

PS0620BL-1

PS0625BL-2

PS0625BL-3

PS0625BL-4

PS0625BL-6

PS0630BL-1

PS0632BL-1

50

50

50

50

50

50

50

50

5V DC

24V DC

12V DC

12V DC

24V DC

24V DC

230V

48V DC

1.1W

2W

0.15A

0.13A

-

-

5W

7.7W

4000

2700

2700

2700

2700

6800

2700

11700

310mm

300mm

300mm

300mm

300mm

300mm

300mm

310mm

Sleeve

Ball

Ball

Ball

Ball

Ball

Ball

Ball

15

20

25

25

25

25

30

32

Motor

RPM

57.16

19.40

19.40

19.40

19.40

19.40

24.23

108.00

NEW

NEW
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RATING: CONTINUOUSLY RATED AIR OVER MOTOR

NOTES: MOST SIZES INDIVIDUALLY BOXED

PROTECTION: IMPEDANCE PROTECTION

BEARINGS: SEALED FOR LIFE BALL BEARING

CONNECTIONS: FLYING LEADS OR TERMINAL PINS

TEMPERATURE RATING: -40°C TO +65°C

PS0825SL-1

PS0825BL-1

PS0825BL-2

PS0825BL-3

PS0825BL-9

PS0825BT-1

PS0825BT-9

PS0832BL-1

PS0832BL-2

PS0838SL-1

PS0838BL-1
PS0838BL-2

PS0838BL-4

PS0838BL-5

PS0838ST-1

PS0838BT-1

PS0838BT-2

PS0838BT-4

71.5

71.5

71.5

71.5

71.5

71.5

71.5

71.5

71.5

71.5

71.5
71.5

71.5

71.5

71.5

71.5

71.5

71.5

230V

230V

12V DC

24V DC

230W

230W

230W

24V DC

12V DC

230V

230V
115V

230V

48V DC

230V 

230V 

110V 

230V

0.11W

13W

0.06A

16W

0.11A

13W

0.15A

1.2W

4W

14W

14W
11W

14W

25W

14W

14W

0.13A

14W

2700

2700

2700

2700

4000

2700

4000

2700

4200

2700

2700
2700

2700

12000

2700

2700

2700

2700

300mm

300mm

300mm

300mm

300mm

Terminals

Terminals

300mm

310mm

300mm

300mm
300mm

300mm

310mm

Terminals

Terminals

Terminals

Terminals

Sleeve

Ball

Ball

Ball

Ball

Ball

Ball

Ball

Ball

Sleeve

Ball
Ball

Ball

Ball

Sleeve

Ball 

Ball 

Ball 

25

25

25

25

25

25

25

32

32

38

38
38

38

38

38

38

38

38

Motor

RPM

9.45

12.13

19.50

19.50
12.13

12.13

12.13

45.84

45.46

9.45

12.13
21.95

21.95

97.38

9.45

12.13

21.95

21.95

NEW

NEW
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TYPE: SHADED POLE

50/60Hz
SUPPLY:  24V, 115V, 230V,SINGLE PHASE 12V,

SPEEDS: SINGLE SPEED 

INSULATION: CLASS B

POLES: 2 POLE (2700RPM) 

BEARINGS: SEALED FOR LIFE BALL BEARING

PROTECTION: IMPEDANCE PROTECTION

TEMPERATURE RATING: -40°C TO +65°C

CONNECTIONS: FLYING LEADS OR TERMINAL PINS

NOTES: MOST SIZES INDIVIDUALLY BOXED

20.49

24.50

25.22

79.60

20.49

19.77

36.45

19.77

4 115V 11 Ball

-

NEW

NEW

105.84
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INSULATION: CLASS B

TYPE: SHADED POLE

SUPPLY:  24V, 110V, 230V,SINGLE PHASE 12V,
50/60Hz

SPEEDS: SINGLE SPEED 

POLES: 2 POLE (2700RPM) 

PROTECTION: IMPEDANCE PROTECTION

NOTES: MOST SIZES INDIVIDUALLY BOXED

BEARINGS: SEALED FOR LIFE BALL BEARING

TEMPERATURE RATING: -40°C TO +65°C

CONNECTIONS: FLYING LEADS OR TERMINAL PINS

PS1225SL-1

PS1225SL-2

PS1225BL-1

PS1225BL-2

PS1225BL-3

PS1225ST-1

PS1225BT-1

PS1232BL-1

PS1232BL-2

PS1238SL-1

PS1238BL-1

PS1238BL-2

PS1238BL-3

PS1238BL-4

PS1238BL-5

PS1238BL-6

PS1238BL-7

PS1238BL-9

PS1238ST-1

PS1238BT-1

PS1238BT-3

PS1238BT-4

PS1238BL-R2

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

104.8

230V

12V DC

230V

24V DC

12V DC

230V

230V

24V DC

12V DC

230V

230V

230V

110V

230V

230V

12V DC

230V

24V DC

230V

230V

110V

230V

230V

18W

5.3W

18W

3W

0.37A

18W

18W

4.8W

5W

21W

21W

21W

16W

21W

21W

19.5W

-

20.5W

21W

21W

16W

21W

21W

2150

2900

2100

2150

2150

2150

2150

2500

2800

2500

2500

2500

2500

2500

2500

6000

2500

6000

2500

2500

2500

2500

2500

300mm

310mm

300mm

300mm

300mm

Terminals

Terminals

300mm

310mm

300mm

300mm

300mm

300mm

250mm

300mm

310mm

310mm

310mm

Terminals

Terminals

Terminals

Terminals

300mm

Sleeve

Sleeve

Ball

Ball

Ball

Sleeve

Ball

Ball

Ball

Sleeve

Ball

Ball

Ball

Ball

Ball

Ball

Ball

Ball

Sleeve

Ball

Ball

Ball

Ball

25

25

25

25

25

25

25

32

32

38

38

38

38

38

38

38

38

38

38

38

38

38

38

Motor

RPM

9.77

58.44

12.44

22.01

21.65

9.77

12.44

28.06

50.16

9.77

12.44
19.50

40.96

19.50

19.48

112.74

19.47

99.20

9.77

12.44

34.15

34.15

28.06

Notes

-

-

-

-

-

-

-

-

-

-

-

High IP

-

IP54 metal

IP55

-

Clss F Metal

-

-

-

-

Class F

IP68 reversible

NEW

NEW

NEW

NEW

NEW
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SUPPLY: 24V, 115V, 230V,SINGLE PHASE 

TYPE: SHADED POLE

INSULATION: CLASS B

POLES: 2 POLE (2700RPM) 

SPEEDS: SINGLE SPEED 

50/60Hz

PROTECTION: IMPEDANCE PROTECTION

BEARINGS: SEALED FOR LIFE BALL BEARING

TEMPERATURE RATING: -40°C TO +65°C

CONNECTIONS: FLYING LEADS OR TERMINAL PINS

NOTES: MOST SIZES INDIVIDUALLY BOXED

PS12738BT-1

PS12738BL-1

PS12738BL-2

PS12738BL-3

PS12738BL-4

113.3

113.3

113.3

113.3

113.3

230V

12V DC

48V DC

115V 

24V DC

23W

4.6W

5W

17W

17.5W

2750

2750

2750

3100

4900

Terminals

310mm

310mm

310mm

310mm

Ball

Ball

Ball

Ball

Ball

38

38

38

38

38

60.66

71.66

71.66

74.04

109.10

Motor

RPM

NEW
NEW
NEW
NEW

PS1738BT-1

PS1738BT-2

PS1725BT-1*

PS1751BL-1

PS1751BL-2

PS1751BL-3

PS1751BT-2

PS1755BL-1

PS1755BT-4

162

162

162

162

162

162

162

162

162

230V

115V

230V

230V

24V DC

115/230V

24V DC

230V

230V

35W

32W

24W

36W

1.45A

32/36W

1.45A

44W

44W

2800

2800

2650

2650

2650

2650

2650

2800

2750

Terminals

Terminals

Terminals

300mm

300mm

300mm

Terminals

300mm

Terminals

Ball

Ball

Ball

Ball

Ball

Ball

Ball

Ball

Ball

38

38

51

51

51

51

51

55

55

45.34

130.79

158.50

34.43

77.31

34.43

77.31

34.43

46.12

Motor

RPM

NEW

NEW

PS1890BT-1 152.7 230V 72W 2850 Terminals Bearing 90 171.02

Motor

RPM

PS1725BT-1
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SPEEDS: SINGLE SPEED 

TYPE: EC (ENERGY SAVING)

INSULATION: CLASS B

SUPPLY: 230V, 50/60HzSINGLE PHASE 

POLES: 2 POLE (2700RPM) 

PROTECTION: IMPEDANCE PROTECTION

CONNECTIONS: FLYING LEADS OR TERMINAL PINS

TEMPERATURE RATING: -40°C TO +65°C

BEARINGS: SEALED FOR LIFE BALL BEARING

NOTES: MOST SIZES INDIVIDUALLY BOXED

*AVAILABLE IN ATEX

16.78

23.08
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INSULATION: CLASS B

SPEEDS: SINGLE SPEED 

SUPPLY: 230V, 50/60HzSINGLE PHASE 

POLES: 2 POLE (2700RPM) 

TYPE: EC (ENERGY SAVING)

CONNECTIONS: FLYING LEADS OR TERMINAL PINS

NOTES: MOST SIZES INDIVIDUALLY BOXED

TEMPERATURE RATING: -40°C TO +65°C

BEARINGS: SEALED FOR LIFE BALL BEARING

PROTECTION: IMPEDANCE PROTECTION

*AVAILABLE IN ATEX

PS1225BL-EC5

PS1232BL-EC2

PS1238BL-EC5

PS1238BL-EC7

PS1238BL-ECR-1

104.8

104.8

104.8

104.8

104.8

230V

230V

230V

230V

230V

0.08A

11W

0.08A

0.08A

4.2W

2700

2700

2700

2700

2700

300mm 

300mm

300mm

340mm

300mm

Ball

Ball

Ball

Ball

Ball

25

32

38

38

38

TBC

70.42

15.65

TBC

TBC

Run

Speed

NEW

Notes

Made to order 

Stocked

Reversible

Stocked (5 blade)

Made to order (7 blade)



GUARD MOUNTED AXIAL FANS

FANS

Tel: 01526 399 711 | Fax: 01526 399 744 | Email: sales@psp .uk.com

page 135

Our extremely popular guard mounted axial fans are used in many applications such as; refrigeration and air 

conditioning condensing sets, evaporator fans and general ventilation.

They are available with blade diameters from 200mm up to 900mm. These units are available in either single 

phase or three phase supply and are generally four or six pole although some two and eight pole versions are 

used. The most common airow is sucking although blowing is also available; the majority of models come 

complete with a terminal box tted to the rear of the guard complete with capacitor pre-wired.

The guard mounts come as standard with a basket guard, although we also stock a range of at guards, wall 

mounting plates and cased tubes.
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TYPE: PSC MOTOR

SUPPLY: 220-240V, 50/60HzSINGLE PHASE 

SPEEDS: SINGLE SPEED 

POLES: 2 POLE (2500RPM) 

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Dept 

1.5m 201 242 46 73.41

STANDARD BASKET GUARD

EXTENDED BASKET GUARD

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Dept 

1.5m 231 260 46 88.18GMA1-175S-1E1 GMA1-175B-1E1

INSULATION: CLASS F, IP54

1
7

5
1
7
5

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

NEW
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TYPE: PSC MOTOR

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)

SUPPLY: 220-240V, SINGLE & THREE PHASE 

& 6 POLE (950RPM) 

SPEEDS: SINGLE SPEED 

380-420V, 50/60Hz
RATING: CONTINUOUSLY RATED AIR OVER MOTOR

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

INSULATION: CLASS F, IP54

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

45

45

45

45

45

74.58

74.58

74.58

74.58

74.58

STANDARD BASKET GUARD

GMA1-200S-1

GMA1-200S-2

GMA3-200S-1

GMA3-200S-2

-

GMA1-200B-1

GMA1-200B-2

GMA3-200B-1

GMA3-200B-L

GMA3-200B-2

1PH

1PH

3PH

3PH

3PH

2500

1410

2537

2537

1443

67W

30W

65W

69W

30W

760

400

760

760

400

T.B.

T.B.

T.B.

1.5m

T.B.

231

231

231

231

231

260

260

260

260

260

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

45

45

45

45

89.80

89.80

89.80

89.80

GMA1-200S-1E-1

GMA1-200S-2E-1

GMA3-200S-1E-1

GMA3-200S-2E-1

GMA1-200B-1E-1

GMA1-200B-2E-1

GMA3-200B-1E-1

GMA3-200B-2E-1

1PH

1PH

3PH

3PH

2500

1410

2537

1443

67W

30W

65W

30W

760

400

760

400

T.B.

T.B.

T.B.

T.B.

299

299

299

299

324

324

324

324

EXTENDED BASKET GUARD

2
0

0

VERTICAL MOUNTING LUG KIT CABLE
Price per m - £0.73

Fitting cost - £5.00

ACCESSORIES

VMKT1 GMA-CA

NEW

NEW

NEW

NEW
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Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Dept 

n/a

n/a

n/a

n/a

89.35

89.35

89.35

89.35

GMAF1-200S-1

GMAF1-200S-2

GMAF3-200S-1

GMAF3-200S-2

GMAF1-200B-1

GMAF1-200B-2

GMAF3-200B-1

GMAF3-200B-2

1PH

1PH

3PH

3PH

2500

1410

2537

1443

67W

30W

65W

30W

760

400

760

400

T.B.

T.B.

T.B.

T.B.

231

231

231

231

260

260

260

260

STANDARD FLAT GUARD

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Dept 

n/a

n/a

n/a

n/a

89.80

89.80

89.80

89.80

GMAF1-200S-1E-1

GMAF1-200S-2E-1

GMAF3-200S-1E-1

GMAF3-200S-2E-1

GMAF1-200B-1E-1

GMAF1-200B-1E-1

GMAF3-200B-1E-1

GMAF3-200B-2E-1

1PH

1PH

3PH

3PH

2500

1410

2537

1443

67W

30W

65W

30W

760

400

760

400

T.B.

T.B.

T.B.

T.B.

299

299

299

299

324

324

324

324

SUPPLY: 220-240V, SINGLE & THREE PHASE 

SPEEDS: SINGLE SPEED 

TYPE: PSC MOTOR

380-420V, 50/60Hz

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)   BEARINGS: SEALED FOR LIFE BALL BEARINGS

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE RATING: -30°C TO +60°C

INSULATION: CLASS F, IP54

2
0

0
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EXTENDED FLAT GUARD

VERTICAL MOUNTING LUG KIT CABLE
Price per m - £0.73

Fitting cost - £5.00

ACCESSORIES

VMKT1 GMA-CA

200

NEW

NEW

NEW

NEW



GUARD MOUNTED AXIAL FANS - 240MM

FANS
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SUPPLY: 220-240V, 50/60HzSINGLE PHASE 

TYPE: PSC MOTOR

SPEEDS: SINGLE SPEED 

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM) RATING: CONTINUOUSLY RATED AIR OVER MOTOR

ENCLOSURE: TOTALLY ENCLOSED

TEMPERATURE RATING: -30°C TO +60°C

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

INSULATION: CLASS F, IP54

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

45

45

108.51

108.51

STANDARD BASKET GUARD

GMA1-240S-1

GMA1-240S-2

-

-

1PH

1PH

2400

1380

120W

50W

960

730

T.B.

T.B.

299

299

324

324

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

45

45

124.58

124.58

EXTENDED BASKET GUARD

GMA1-240S-1E-1

GMA1-240S-2E-1

-

-

1PH

1PH

2400

1380

120W

50W

960

730

T.B.

T.B.

349

349

365

365

2
4

0

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA

2
4

0

NEW

NEW



GUARD MOUNTED AXIAL FANS - 240MM

FANS

TYPE: PSC MOTOR

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)

SUPPLY: 220-240V, 50/60HzSINGLE PHASE 

SPEEDS: SINGLE SPEED 

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

INSULATION: CLASS F, IP54

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

123.74

123.74

STANDARD FLAT GUARD

GMAF1-240S-1

GMAF1-240S-2

-

-

1PH

1PH

2400

1380

120W

50W

960

730

T.B.

T.B.

299

299

324

324

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

124.58

124.58

EXTENDED FLAT GUARD

GMAF1-240S-1E-1

GMAF1-240S-2E-1

-

-

1PH

1PH

2400

1380

120W

50W

960

730

T.B.

T.B.

349

349

365

365

2
4

0

Tel: 01526 399 711 | Fax: 01526 399 744 | Email: sales@psp .uk.com

page 140

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA

240

NEW

NEW

NEW

NEW



GUARD MOUNTED AXIAL FANS - 250MM

FANS
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TYPE: PSC MOTOR

380-420V, 50/60Hz

SPEEDS: SINGLE SPEED 

SUPPLY: 220-240V, SINGLE & THREE PHASE 

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

INSULATION: CLASS F, IP54

STANDARD BASKET GUARD

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

60

60

60

60

92.63

92.63

92.63

92.63

GMA1-250S2-1E-1

GMA1-250S4-1E-1

GMA1-250S-1E-1

GMA3-250S-2E-1

GMA1-250B2-1E-1

GMA1-250B4-1E-1

GMA3-250B-1E-1

-

1PH

1PH

3PH

3PH

2650

1400

2616

1387

110W

50W

92W

52W

1590

870

1580

1100

T.B.

T.B.

T.B.

T.B.

349

349

349

349

365

365

365

365

NEW

NEW

NEW

NEW

2
5
0

Phase Motor Input Air Volume Connection Guard Price

Sucking Airflow Blowing Airflow Supply RPM Power (m³/h) Type X (Min) Y (Max) Depth £

GMA1-250S2-1 GMA1-250B2-1 1PH 2650 110W 1590 T.B. 301 334 45 76.56£   
 

GMA1-250S2-2 * GMA1-250B2-2* 1PH 2400 90W 1450 T.B. 301 334 45 86.56£   
 

GMA1-250S4-1 GMA1-250B4-1 1PH 1400 50W 870 T.B. 301 334 45 76.56£   
 

- GMA1-250B4-1TL 1PH 1400 50W 870 Leads 301 334 45 76.56£   
 

GMA1-250S-L GMA1-250B-L 1PH 2650 95W 1580 Leads 301 321 45 76.56£   
 

GMA3-250S-1 GMA3-250B-1 3PH 2616 95W 1580 T.B. 299 324 45 76.56£   
 

GMA3-250S-2 - 3PH 1387 50W 1100 T.B. 299 324 45 76.56£   

 

* 7 bladed unit

Part Number Guard Dimensions

NEW

NEW

NEW

EXTENDED BASKET GUARD

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA

2
5
0



GUARD MOUNTED AXIAL FANS - 250MM

FANS

SPEEDS: SINGLE SPEED 

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)

TYPE: PSC MOTOR

SUPPLY: 220-240V, SINGLE & THREE PHASE 

380-420V, 50/60Hz

TEMPERATURE RATING: -40°C TO +60°C

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

CONNECTIONS: TERMINAL BOX & LEADS

INSULATION: CLASS F, IP54

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

n/a

n/a

91.79

91.79

91.79
91.79

STANDARD FLAT GUARD

GMAF1-250S2-1

GMAF1-250S4-1

GMAF3-250S-1

GMAF3-250S-2

GMAF1-250B2-1

GMAF1-250B4-1

GMAF3-250B4-1

-

1PH

1PH

3PH

3PH

2650

1400

2616

1387

110W

50W

92W

52W

1590

870

1580

1100

T.B.

T.B.

T.B.

T.B.

299

299

299

299

324

324

324

324

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

n/a

n/a

92.63

92.63

92.63

92.63

GMAF1-250S2-1E-1

GMAF1-250S4-1E-1

GMAF3-250S-1E-1

GMAF3-250S-2E-1

GMAF1-250B2-1E-1

GMAF1-250B4-1E-1

GMAF3-250B-1E-1

-

1PH

1PH

3PH

3PH

2650

1400

2616

1387

110W

50W

92W

52W

1590

870

1580

1100

T.B.

T.B.

T.B.

T.B.

349

349

349

349

365

365

365

365

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW
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2
5

0

EXTENDED FLAT GUARD

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA

250



GUARD MOUNTED AXIAL FANS - 290MM

FANS
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TYPE: PSC MOTOR

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)

SUPPLY: 220-240V, 50/60HzSINGLE PHASE 

& 6 POLE (950RPM) 

SPEEDS: SINGLE SPEED 

INSULATION: CLASS F, IP54

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

60

60

60

119.41

119.41

119.41

STANDARD BASKET GUARD

GMA1-290S-1

GMA1-290S-2

GMA1-290S-3

-

-

-

1PH

1PH

1PH

2300

1350

950

145W

85W

55W

2030

1664

1200

T.B.

T.B.

T.B.

349

349

349

365

365

365

NEW

NEW

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

60

60

60

136.92

136.92

136.92

EXTENDED BASKET GUARD

GMA1-290S-1E-1

GMA1-290S-2E-1

GMA1-290S-3E-1

-

-

-

1PH

1PH

1PH

2300

1350

950

145W

85W

55W

2030

1664

1200

T.B.

T.B.

T.B.

370

370

370

389

389

389

ENCLOSURE: TOTALLY ENCLOSED

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

2
9

0

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA

2
9

0



GUARD MOUNTED AXIAL FANS - 290MM

FANS

& 6 POLE (950RPM) 

SUPPLY: 220-240V, SINGLE & THREE PHASE 

TYPE: PSC MOTOR

380-420V, 50/60Hz

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)

SPEEDS: SINGLE SPEED 

INSULATION: CLASS F, IP54

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

Connection

Type

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

Guard 

Depth 

n/a

n/a

n/a

n/a

n/a

n/a

135.58

136.92

136.92

136.92

135.58

135.58

STANDARD FLAT GUARD

GMAF1-290S-1

GMAF1-290S-1E-1

GMAF1-290S-2E-1

GMAF1-290S-3E-1

GMAF1-290S-2

GMAF1-290S-3

-

-

-

-

-

-

1PH

1PH

1PH

1PH

1PH

1PH

2300

2300

1350

950

1350

950

145W

145W

85W

55W

85W

55W

2030

2030

1664

1200

1664

1200

T.B.

T.B.

T.B.

T.B.

T.B.

T.B.

349

370

370

370

349

349

365

389

389

389

365

365

NEW

NEW

NEW

NEW

NEW

NEW

2
9

0
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EXTENDED FLAT GUARD

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA

290



GUARD MOUNTED AXIAL FANS - 300MM

FANS
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SUPPLY: 220-240V, SINGLE & THREE PHASE 

& 6 POLE (950RPM) 

TYPE: PSC MOTOR

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)

380-420V, 50/60Hz

SPEEDS: SINGLE SPEED 

INSULATION: CLASS F, IP54

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

STANDARD BASKET GUARD

3
0

0

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

60

60

60

60

60

97.16

97.16

97.16

97.16

97.16

EXTENDED BASKET GUARD

GMA1-300S-3E-1

GMA1-300S4-1E-1

GMA1-300S4-2E-1

-

GMA3-300S-1E-1

GMA1-300B-3E-1

GMA1-300B-4E-1

GMA1-300BH6-1E-1

GMA3-300B-1E-1

GMA3-300BH4-1E-1

1PH

1PH

1PH

3PH

3PH

2429

1400

920

2384

1380

160W

80W

55W

169W

90W

2050

1400

1420

2050

1810

T.B.

T.B.

T.B.

T.B.

T.B.

370

370

370

370

370

389

389

389

389

389

NEW

NEW

NEW

NEW

NEW

Phase Motor Input Air Volume Connection Guard Price

Sucking Airflow Blowing Airflow Supply RPM Power (m³/h) Type X (Min) Y (Max) Depth £

GMA1-300S-3 GMA1-300B-3 1PH 2429 160W 2220 T.B. 349 365 60 80.51£    

GMA1-300S2-1 - 1PH 2650 140W 1800 T.B. 347 366 60 80.51£   
 

GMA1-300S2-2 - 1PH 2650 230W - T.B. 347 366 60 115.71£ 
 

- GMA1-300B2-L 1PH 2650 230W - 4m 347 366 60 115.71£ 
 

- GMA1-300B-1 1PH 1380 90W 1810 T.B. 349 365 60 80.51£   
 

GMA1-300S4-1 GMA1-300B-4 1PH 1400 80W 1400 T.B. 347 366 60 80.51£   
 

GMA1-300S-L - 1PH 1380 85W 1810 1.5m 349 361 60 80.51£   
 

GMA1-300S4-L - 1PH 1400 80W 1400 1.5m 347 366 70 80.51£   

 

- GMA1-300BH4-1 1PH 1350 85W 1810 T.B. 351 368 60 94.96£   

 

- GMA1-300BH6-1 1PH 920 55W 1420 T.B. 351 368 60 94.96£   

 

GMA1-300S-2 - 1PH 920 55W 1420 T.B. 349 365 60 80.51£   

 

- GMA3-300B-1 3PH 2384 169W 2050 T.B. 349 365 60 80.51£   

 

GMA3-300S-L GMA3-300B-L 3PH 2384 169W 2050 1.5m 349 361 60 80.51£   

 

GMA3-300S-1 - 3PH 1380 90W 1810 T.B. 349 365 60 80.51£   

 

- GMA3-300BH4-1 3PH 1380 90W 1810 T.B. 349 361 60 94.96£   

 

Part Number Guard Dimensions

NEW
NEW
NEW

NEW

NEW

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA



GUARD MOUNTED AXIAL FANS - 300MM

FANS

380-420V, 50/60Hz

TYPE: PSC MOTOR

POLES: 2 POLE (2500RPM) & 4 POLE (1250RPM)

& 6 POLE (950RPM) 

SPEEDS: SINGLE SPEED 

SUPPLY: 220-240V, SINGLE & THREE PHASE 

INSULATION: CLASS F, IP54

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

ENCLOSURE: TOTALLY ENCLOSED

3
0
0

Tel: 01526 399 711 | Fax: 01526 399 744 | Email: sales@psp .uk.com

page 146

STANDARD FLAT GUARD

NEW
NEW
NEW
NEW
NEW

Phase Motor Input Air Volume Connection Guard Price

Sucking Airflow Blowing Airflow Supply RPM Power (m³/h) Type X (Min) Y (Max) Depth £

GMAF1-300S-3 GMAF1-300B-3 1PH 2429 160W 2050 T.B. 349 365 n/a 96.57£    

- GMAF1-300B2-L 1PH 2650 230W - 4m 347 366 60 115.71£ 
 

GMAF1-300S4-1 GMAF1-300B-4 1PH 1400 80W 1400 T.B. 349 365 n/a 96.57£   
 

GMAF1-300S-2 GMAF1-300BH6-1 1PH 920 55W 1420 T.B. 349 365 n/a 96.57£   
 

- GMAF3-300B-1 3PH 2384 169W 2050 T.B. 349 365 n/a 96.57£   
 

GMAF3-300S-1 GMAF3-300BH4-1 3PH 1380 90W 1810 T.B. 349 365 n/a 96.57£   
 

Part Number Guard Dimensions

NEW

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

97.16

97.16

97.16

97.16

97.16

EXTENDED FLAT GUARD

GMAF1-300S-3E-1

GMAF1-300S4-1E-1

GMAF1-300S-2E-1

-

GMAF3-300S-1E-1

GMAF1-300B-3E-1

GMAF1-300B-4E-1

GMAF1-300BH6-1E-1

GMAF3-300B-1E-1

GMAF3-300BH4-1E-1

1PH

1PH

1PH

3PH

3PH

2429

1400

920

2384

1380

160W

80W

55W

169W

90W

2050

1400

1420

2050

1810

T.B.

T.B.

T.B.

T.B.

T.B.

370

370

370

370

370

389

389

389

389

389

NEW

NEW

NEW

NEW

NEW

n/a

n/a

n/a

300



GUARD MOUNTED AXIAL FANS - 315MM

FANS
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TYPE: PSC MOTOR

SUPPLY: 220-240V, 380-420V, SINGLE PHASE  
50/60Hz

SPEEDS: SINGLE SPEED 

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

INSULATION: CLASS F, IP54

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE RATING: -30°C TO +60°C

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

CONNECTIONS: TERMINAL BOX & LEADS

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

n/a

111.35

111.35

111.35

EXTENDED FLAT GUARD

-

GMAF1-315S4-1E-1

GMAF1-315S-2E-1

GMAF1-315B-1E-1

GMAF1-315B4-1E-1

GMAF1-315B-2E-1

1PH

1PH

1PH

1350

1350

920

85W

90W

60W

1800

1800

1320

T.B.

T.B.

T.B.

408

408

408

444

444

444

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

60

60

60

60

82.95

82.95

82.95

82.95

-

GMA1-315S4-1

GMA1-315S-L

GMA1-315S-2

GMA1-315B-1

GMA1-315B4-1

-

GMA1-315B-2

1PH

1PH

1PH

1PH

1350

1350

1350

920

85W

90W

85W

60W

1800

1800

1800

1320

T.B.

T.B.

1.5m

T.B.

370

362

370

370

389

392

395

389

NEW

NEW

NEW

NEW

315

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

80

80

80

80

80

80

110.94

110.94

110.94

111.35

111.35

111.35

-

GMA1-315S4-1E-1

GMA1-315S-2E-1

-

GMA1-315S4-2E-2

GMA1-315S-2E-2

GMA1-315B-1E-1

GMA1-315B4-1E-1

GMA1-315B-2E-1

GMA1-315B-2E-2

GMA1-315B4-2E-2

GMA1-315B-2E-2

1PH

1PH

1PH

1PH

1PH

1PH

1350

1350

920

1350

1350

920

85W

90W

60W

85W

90W

60W

1800

1800

1320

1800

1800

1320

T.B.

T.B.

T.B.

T.B.

T.B.

T.B.

381

381

381

408

408

408

403

403

403

444

444

444

NEW

NEW

NEW

NEW

NEW

NEW

315

315

STANDARD BASKET GUARD

EXTENDED BASKET GUARD



GUARD MOUNTED AXIAL FANS - 330MM

FANS
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TYPE: PSC MOTOR

380-420V, 50/60Hz

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SUPPLY: 220-240V, SINGLE & THREE PHASE 

SPEEDS: SINGLE SPEED 

INSULATION: CLASS B, IP54

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

ENCLOSURE: TOTALLY ENCLOSED

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -40°C TO +70°C

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

80

80

80

80

80

80

80

84.23

135.32

84.23

84.23

135.32

84.23

84.23

STANDARD BASKET GUARD

GMA1-330S-2

GMA1-330S-5

GMA1-330S-L

GMA1-330S-4

GMA1-330S-6

GMA3-330S-1

GMA3-330S-L

GMA1-330B-1

GMA1-330B-4

GMA1-330BL4-1

GMA1-330B-3

-

GMA3-300B-1

-

1PH

1PH

1PH

1PH

1PH

3PH

3PH

1300

1330

1300

920

910

1370

1370

95W

170W

95W

60W

70W

95W

110W

2650

2600

2650

1820

1750

2690

2690

T.B.

300mm & plug

1.5m

T.B.

300mm & plug

T.B.

1.5m

381

370

376

381

370

381

376

403

400

405

403

400

403

405

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

n/a

n/a

n/a

n/a

101.73

152.82

101.73

101.73

152.82

101.73

GMAF1-330S-2E-1

GMAF1-330S-5E-1

GMAF1-330S-LE-1

GMAF1-330S-4E-1

GMAF1-330S-6E-1

GMAF3-330S-1E-1

GMAF1-330B-1E-1

GMAF1-330B-4E-1

GMAF1-330BL4-1E-1

GMAF1-330B-3E-1

-

GMAF3-300B-1E-1

1PH

1PH

1PH

1PH

1PH

3PH

1300

1330

1300

920

910

1370

95W

170W

95W

60W

70W

110W

2650

2600

2650

1820

1750

2690

T.B.

300mm & plug

1.5m

T.B.

300mm & plug

T.B.

408

408

408

408

408

408

444

444

444

444

444

444

NEW

NEW

NEW

NEW

NEW

NEW

330

330

330

EXTENDED FLAT GUARD

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

80

80

80

101.73

101.73

101.73

EXTENDED BASKET GUARD

GMA1-330S-2E-1

GMA1-330S-4E-1

GMA3-330S-1E-1

GMA1-330B-1E-1

GMA1-330B-3E-1

GMA3-300B-1E-1

1PH

1PH

3PH

1300

920

1370

95W

60W

110W

2650

1820

2690

T.B.

T.B.

T.B.

408

408

408

444

444

444

NEW

NEW

NEW
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POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SUPPLY: 220-240V, 50/60HzSINGLE 

TYPE: PSC MOTOR

SPEEDS: SINGLE SPEED 

INSULATION: CLASS F, IP54

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

80

80

127.39

127.39

GMA1-340S-1

GMA1-340S-2

-

-

1PH

1PH

1380

920

140W

80W

2270

1590

T.B.

T.B.

408

408

444

444

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

80

80

145.69

145.69

EXTENDED BASKET GUARD

GMA1-340S-1E-1

GMA1-340S-2E-1

-

-

1PH

1PH

1380

920

140W

80W

2270

1590

T.B.

T.B.

436

436

461

461

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

146.30

146.30

STANDARD FLAT GUARD

GMAF1-340S-1

GMAF1-340S-2

-

-

1PH

1PH

1380

920

140W

80W

2270

1590

T.B.

T.B.

408

408

444

444

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

146.30

146.30

EXTENDED FLAT GUARD

GMAF1-340S-1E-1

GMAF1-340S-2E-1

-

-

1PH

1PH

1380

920

140W

80W

2270

1590

T.B.

T.B.

456

456

482

482

NEW

NEW

NEW

NEW

NEW

NEW

STANDARD BASKET GUARD

340

340



GUARD MOUNTED AXIAL FANS - 350MM

FANS

Tel: 01526 399 711 | Fax: 01526 399 744 | Email: sales@psp .uk.com

page 150

TYPE: PSC MOTOR

380-420V, 50/60Hz

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SPEEDS: SINGLE SPEED 

SUPPLY: 220-240V, SINGLE & THREE PHASE 

INSULATION: CLASS F, IP54

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE RATING: -30°C TO +60°C

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

80

80

80

80

80

80

84.72

84.72

84.72

84.72

84.72

84.72

GMA1-350S4-1

GMA1-350S-L

GMA1-350S-2

GMA3-350S4-1

GMA3-350S-L

GMA3-350S-2

GMA1-350B4-1

-

GMA1-350B-2

GMA3-350B-1

GMA3-350B-L

GMA3-350B-2

1PH

1PH

1PH

3PH

3PH

3PH

1380

1380

915

1380

1380

915

140W

140W

94W

140W

150W

92W

2270

3150

2410

2280

3150

2410

T.B.

1.5m

T.B.

T.B.

1.5m

T.B.

408

407

408

403

407

408

444

427

444

434

427

444

Connection

Type

Blade

Protrusion

Fixing

PCD

Guard 

Depth 

40 120.69GMAV1-350S4-1 - 1PH 1380 140W 3150 T.B. 95 390

VERTICAL FIX BASKET GUARD

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

80

80

80

80

103.02

103.02

103.02

103.02

GMA1-350S4-1E-1

GMA1-350S-2E-1

GMA3-350S4-1E-1

GMA3-350S-2E-1

GMA1-350B4-1E-1

GMA1-350B-2E-1

GMA3-350B-1E-1

GMA3-350B-2E-1

1PH

1PH

3PH

3PH

1380

915

1380

915

140W

94W

140W

92W

2260

2410

2280

2410

T.B.

T.B.

T.B.

T.B.

436

436

436

436

461

461

461

461

EXTENDED BASKET GUARD

NEW

NEW

NEW

NEW

350

STANDARD BASKET GUARD

350



GUARD MOUNTED AXIAL FANS - 350MM

FANS

TYPE: PSC MOTOR

SUPPLY: 220-240V, SINGLE & THREE PHASE 

380-420V, 50/60Hz

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SPEEDS: SINGLE SPEED 

INSULATION: CLASS F, IP54

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

n/a

n/a

102.22

102.22

102.22

102.22

GMAF1-350S4-1

GMAF1-350S-2

GMAF3-350S4-1

GMAF3-350S-2

GMAF1-350B4-1

GMAF1-350B-2

GMAF3-350B-1

GMAF3-350B-2

1PH

1PH

3PH

3PH

1380

915

1380

915

140W

94W

150W

92W

2260

2410

3150

2410

T.B.

T.B.

T.B.

T.B.

408

408

408

408

444

444

444

444

STANDARD FLAT GUARD

NEW

NEW

NEW

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

n/a

n/a

103.63

103.63

103.63

103.63

GMAF1-350S4-1E-1

GMAF1-350S-2E-1

GMAF3-350S4-1E-1

GMAF3-350S-2E-1

GMAF1-350B4-1E-1

GMAF1-350B-2E-1

GMAF3-350B-1E-1

GMAF3-350B-2E-1

1PH

1PH

3PH

3PH

1380

915

1380

915

140W

94W

140W

92W

2260

2410

2280

2410

T.B.

T.B.

T.B.

T.B.

456

456

456

456

482

482

482

482

NEW

NEW

NEW

NEW

350
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350

EXTENDED FLAT GUARD

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA
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FANS

Tel: 01526 399 711 | Fax: 01526 399 744 | Email: sales@psp .uk.com

page 152

SUPPLY: 220-240V, SINGLE & THREE PHASE 

SPEEDS: SINGLE SPEED 

380-420V, 50/60Hz

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

TYPE: PSC MOTOR INSULATION: CLASS F, IP54

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

ENCLOSURE: TOTALLY ENCLOSED

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

80

80

80

80

80

80

80

80

112.82

112.82

112.82

112.82

112.82

112.82

112.82

112.82

-

GMA1-380S4-1

-

GMA1-380S-2

-

GMA3-380S-1

-

GMA3-380S-2

GMA1-380BH4-1

-

GMA1-380BH6-1

-

GMA3-380BH4-1

-

GMA3-380BH6-1

-

1PH

1PH

1PH

1PH

3PH

3PH

3PH

3PH

1400

1410

920

925

1400

1400

920

925

160W

160W

90W

110W

160W

185W

95W

110W

3600

3650

2249

2860

2969

3600

2270

2850

T.B.

T.B.

T.B.

T.B.

T.B.

T.B.

T.B.

T.B.

437

433

437

436

437

436

437

436

452

453

452

461

452

461

452

461

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

90

90

90

90

90

90

90

90

131.73

131.73

131.73

131.73

131.73

131.73

131.73

131.73

-

GMA1-380S4-1E-1

-

GMA1-380S-2E-1

-

GMA3-380S-1E-1

-

GMA3-380S-2E-1

GMA1-380B4-1E-1

-

GMA1-380B6-1E-1

-

GMA3-380B4-1E-1

-

GMA3-380B6-1E-1

-

1PH

1PH

1PH

1PH

3PH

3PH

3PH

3PH

1400

1410

920

925

1400

1410

920

925

160W

160W

90W

110W

160W

185W

95W

110W

3600

3650

2249

2860

2969

3600

2270

2850

T.B.

T.B.

T.B.

T.B.

T.B.

T.B.

T.B.

T.B.

456

456

456

456

456

456

456

456

482

482

482

482

482

482

482

482

EXTENDED BASKET GUARD

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

131.73

131.73

131.73

131.73

131.73

131.73

131.73

131.73

-

GMAF1-380S4-1E-1

-

GMAF1-380S-2E-1

-

GMAF3-380S-1E-1

-

GMAF3-380S-2E-1

GMAF1-380B4-1E-1

-

GMAF1-380B6-1E-1

-

GMAF3-380B4-1E-1

-

GMAF3-380B6-1E-1

-

1PH

1PH

1PH

1PH

3PH

3PH

3PH

3PH

1400

1410

920

925

1400

1410

920

925

160W

160W

90W

110W

160W

185W

95W

110W

3600

3650

2249

2860

2969

3600

2270

2850

T.B.

T.B.

T.B.

T.B.

T.B.

T.B.

T.B.

T.B.

456

456

456

456

456

456

456

456

482

482

482

482

482

482

482

482

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

380

380

STANDARD BASKET GUARD

EXTENDED FLAT GUARD



GUARD MOUNTED AXIAL FANS - 400MM

FANS

Tel: 01526 399 711 | Fax: 01526 399 744 | Email: sales@psp .uk.com

page 153

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SUPPLY: 220-240V, SINGLE & THREE PHASE 

380-420V, 50/60Hz

TYPE: PSC MOTOR

SPEEDS: SINGLE SPEED 

INSULATION: CLASS F, IP54

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

90

30

90

90

30

90

90

90

90

93.16

108.87

93.16

93.16

108.87

93.16

93.16

93.16

93.16

GMA1-400S4-1

GMA1-400S4-6

GMA1-400S-L

GMA1-400S6-1

GMA1-400S6-6

GMA3-400S4-1

-

GMA3-400S-L

GMA3-400S-2

GMA1-400B4-1

-

-

GMA1-400B6-1

GMA1-400B6-6

-

GMA3-400B-1

-

GMA3-400B-2

1PH

1PH

1PH

1PH

1PH

3PH

3PH

3PH

3PH

1400

1400

1400

920

920

1400

1400

1400

920

180W

180W

195W

110W

108W

180W

195W

180W

120W

3800

3800

4235

2600

2460

3800

4235

4150

3290

T.B.

T.B.

1.5m

T.B.

T.B.

T.B.

T.B.

1.5m

T.B.

456

452

452

456

452

456

456

452

456

476

477

477

476

477

476

482

477

482

NEW

NEW

NEW

NEW

NEW

Connection

Type

Blade

Protrusion

Fixing

PCD

Guard 

Depth 

90 133.02GMAV1-400S4-1 - 1PH 1400 195W 4235 T.B. 95 440

VERTICAL FIX BASKET GUARD

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

90

90

90

90

90

112.66

112.66

112.66

112.66

112.66

GMA1-400S4-1E-1

GMA1-400S6-1E-1

GMA3-400S4-1E-1

-

GMA3-400S-2E-1

GMA1-400B4-1E-1

GMA1-400B6-1E-1

-

GMA3-400B-1E-1

GMA3-400B-2E-1

1PH

1PH

3PH

3PH

3PH

1400

920

1400

1400

920

180W

110W

180W

190W

120W

3800

2600

3800

4235

3290

T.B.

T.B.

T.B.

T.B.

T.B.

477

477

477

477

477

495

495

495

495

495

EXTENDED BASKET GUARD

NEW

NEW

NEW

NEW

NEW

400

STANDARD BASKET GUARD

400



GUARD MOUNTED AXIAL FANS - 400MM

FANS

SUPPLY: 220-240V, SINGLE & THREE PHASE 

380-420V, 50/60Hz

SPEEDS: SINGLE SPEED 

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

TYPE: PSC MOTOR INSULATION: CLASS F, IP54

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

n/a

n/a

n/a

112.07

112.07

112.07

112.07

112.07

GMAF1-400S4-1

GMAF1-400S6-1

GMAF3-400S4-1

-

GMAF3-400S-2

GMAF1-400B4-1

GMAF1-400B6-1

-

GMAF3-400B-1

GMAF3-400B-2

1PH

1PH

3PH

3PH

3PH

1400

920

1400

1400

920

180W

110W

180W

190W

120W

3800

2600

3800

4235

3290

T.B.

T.B.

T.B.

T.B.

T.B.

456

456

456

456

456

482

482

482

482

482

STANDARD FLAT GUARD

NEW

NEW

NEW

NEW

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth 

n/a

n/a

n/a

n/a

n/a

112.66

112.66

112.66

112.66

112.66

GMAF1-400S4-1E-1

GMAF1-400S6-1E-1

GMAF3-400S4-1E-1

-

GMAF3-400S-2E-1

GMAF1-400B4-1E-1

GMAF1-400B6-1E-1

-

GMAF3-400B-1E-1

GMAF3-400B-2E-1

1PH

1PH

3PH

3PH

3PH

1400

920

1400

1400

920

180W

110W

180W

190W

120W

3800

2600

3800

4235

3290

T.B.

T.B.

T.B.

T.B.

T.B.

477

477

477

477

477

495

495

495

495

495

EXTENDED FLAT GUARD

NEW

NEW

NEW

NEW

NEW

400
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400

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA



GUARD MOUNTED AXIAL FANS - 420MM

FANS
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TYPE: PSC MOTOR

SUPPLY: 220-240V, SINGLE & THREE PHASE 

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SPEEDS: SINGLE SPEED 

380-420V, 50/60Hz

INSULATION: CLASS F, IP54

NOTES: FLAT GUARD VERSIONS ALSO AVAILABLE

 LARGER GUARDS CAN BE FITTED TO EXTENDINGNOTES:

MOUNTING P.C.D.

STANDARD BASKET GUARD

ENCLOSURE: TOTALLY ENCLOSED

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE RATING: -30°C TO +60°C

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

128.50

128.50

128.50

128.50

GMAF1-420S4-1E-1

GMAF1-420S4-2E-1

GMAF3-420S-1E-1

GMAF3-420S-2E-1

GMAF1-420B-1E-1

GMAF1-420B-2E-1

GMAF3-420B-1E-1

GMAF3-420B-2E-1

1PH

1PH

3PH

3PH

1350

920

1350

920

195W

120W

190W

120W

4020

2950

4180

2972

T.B.

T.B.

T.B.

T.B.

513

513

513

513

524

524

524

524

EXTENDED FLAT GUARD

NEW

NEW

NEW

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

128.50

128.50

128.50

128.50

GMA1-420S4-1E-1

GMA1-420S-2E-1

GMA3-420S-1E-1

GMA3-420S-2E-1

GMA1-420B4-1E-1

GMA1-420B-2E-1

GMA3-420B-1E-1

GMA3-420B-2E-1

1PH

1PH

3PH

3PH

1350

920

1350

920

195W

120W

190W

120W

4020

2950

4180

2972

T.B.

T.B.

T.B.

T.B.

513

513

513

513

524

524

524

524

EXTENDED BASKET GUARD

NEW

NEW

NEW

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

108.95

128.99

108.95

108.95

108.95

GMA1-420S4-1

GMA1-420S4-2

GMA1-420S-2

GMA3-420S-1

GMA3-420S-2

GMA1-420B4-1

GMA1-420B4-2

GMA1-420B-2

GMA3-420B-1

GMA3-420B-2

1PH

1PH

1PH

3PH

3PH

1350

1350

920

1350

920

195W

285W

120W

190W

120W

4020

-

2950

4180

2972

T.B.

T.B.

T.B.

T.B.

T.B.

477

477

477

477

477

496

496

496

496

496

NEW

420

420

Guard 

Depth

90

90

90

90

90

90

90

90

90

Guard 

Depth

Guard 

Depth

n/a

n/a

n/a

n/a



GUARD MOUNTED AXIAL FANS - 440MM

FANS
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POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SPEEDS: SINGLE SPEED 

TYPE: PSC MOTOR

SUPPLY: 50/60Hz220-240V, SINGLE 

INSULATION: CLASS F, IP54

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

ENCLOSURE: TOTALLY ENCLOSED

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

168.03

168.03

GMA1-440S-1

GMA1-440S-2

-

-

1PH

1PH

1350

920

195W

120W

3731

2972

T.B.

T.B.

513

513

524 90

90524

STANDARD BASKET GUARD

NEW

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

200.51

200.51

GMA1-440S-1E-1

GMA1-440S-2E-1

-

-

1PH

1PH

1350

920

195W

120W

3731

2972

T.B.

T.B.

555

513

584 90

90584

EXTENDED BASKET GUARD

NEW

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

188.27

188.27

GMAF1-440S-1

GMAF1-440S-2

-

-

1PH

1PH

1350

920

195W

120W

3731

2972

T.B.

T.B.

513

513

524 90

90524

NEW

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

200.51

200.51

GMAF1-440S-1E-1

GMAF1-440S-2E-1

-

-

1PH

1PH

1350

920

195W

120W

3731

2972

T.B.

T.B.

555

555

584 90

90584

EXTENDED FLAT GUARD

440

440

STANDARD FLAT GUARD



GUARD MOUNTED AXIAL FANS - 450MM

FANS
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TYPE: PSC MOTOR

POLES:
  

 4 POLE (1250RPM) & 6 POLE (950RPM)

SUPPLY: 50/60Hz220-240V, SINGLE PHASE 

SPEEDS: SINGLE SPEED 

INSULATION: CLASS F, IP54

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

ENCLOSURE: TOTALLY ENCLOSED

TEMPERATURE RATING: -30°C TO +60°C

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

STANDARD BASKET GUARD

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

147.30

147.30

147.30

147.30

147.30

GMA1-450S4-1E

GMA1-450S-3E

GMA1-450S-2E

GMA3-450S-1E

GMA3-450S-2E

GMA1-450B-1E

-

GMA1-450B-2E

GMA3-450B-1E

GMA3-450B-2E

1PH

1PH

1PH

3PH

3PH

1380

1400

920

1380

920

240W

380W

160W

240W

160W

5580

-

4500

5580

4500

T.B.

T.B.

T.B.

T.B.

T.B.

555

555

555

555

555

584

584

584

584

584

90

90

90

90

90

EXTENDED BASKET GUARD

NEW

NEW

NEW

NEW

NEW

450

450

NEW

VERTICAL BASKET GUARD

Phase Motor Input Air Volume Connection Blade Fixing Guard Price

Sucking Airflow Blowing Airflow Supply RPM Power (m³/h) Type Protrusion PCD Depth £

GMAV1-450S4-1 - 1PH 1380 240W 5580 T.B. 95 495 50 159.06£  

Part Number

Phase Motor Input Air Volume Connection Guard Price

Sucking Airflow Blowing Airflow Supply RPM Power (m³/h) Type X (Min) Y (Max) Depth £

GMA1-450S4-1 GMA1-450B-1 1PH 1380 240W 5580 T.B. 505 541 90 114.81£  

GMA1-450S4-6 GMA1-450B4-6 1PH 1380 250W 5600 T.B. 508 528 35 114.81£  

GMA1-450S-L - 1PH 1380 250W 5600 Leads 508 528 90 114.81£  

GMA1-450S-3 GMA1-450B-3 1PH 1400 415W 6600 T.B. 513 524 90 125.99£  

GMA1-450S4-3# GMA1-450B4-3# 1PH 1400 521W - T.B. 508 528 90 159.99£  

GMA1-450S-2 GMA1-450B-2 1PH 920 160W 4500 T.B. 513 524 90 114.81£  

GMA3-450S4-1 GMA3-450B-1 3PH 1380 240W 5580 T.B. 505 541 90 114.81£  

GMA3-450S-L - 3PH 1380 240W 5580 Leads 508 528 90 114.81£  

GMA3-450S4-3# GMA3-450B4-3# 3PH 1380 498W 6597 T.B. 508 528 90 159.99£  

GMA3-450S-2 GMA3-450B-2 3PH 920 160W 4500 T.B. 513 524 90 114.81£  

# Items are 50Hz only

Part Number Guard Dimensions

NEW
NEW

NEW



GUARD MOUNTED AXIAL FANS - 450MM

FANS

SUPPLY: 220-240V, SINGLE & THREE PHASE 

SPEEDS: SINGLE SPEED 

380-420V, 50/60Hz

TYPE: PSC MOTOR

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

INSULATION: CLASS F, IP54

TEMPERATURE RATING: -30°C TO +60°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

ENCLOSURE: TOTALLY ENCLOSED

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

135.09

135.09

135.09

135.09

135.09

GMAF1-450S4-1

GMAF1-450S-3

GMAF1-450S-2

GMAF3-450S-1

GMAF3-450S-2

GMAF1-450B-1

-

GMAF1-450B-2

GMAF3-450B-1

GMAF3-450B-2

1PH

1PH

1PH

3PH

3PH

1380

1400

920

1380

920

240W

380W

160W

240W

160W

5580

-

4500

5580

4500

T.B.

T.B.

T.B.

T.B.

T.B.

513

513

513

513

513

524

524

524

524

524

n/a

n/a

n/a

n/a

n/a

STANDARD FLAT GUARD

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

147.30

147.30

147.30

147.30

147.30

GMAF1-450S4-1E

GMAF1-450S-3E

GMAF1-450S-2E

GMAF3-450S-1E

GMAF3-450S-2E

GMAF1-450B-1E

-

GMAF1-450B-2E

GMAF3-450B-1E

GMAF3-450B-2E

1PH

1PH

1PH

3PH

3PH

1380

1400

920

1380

920

240W

380W

160W

240W

160W

5580

-

4500

5580

4500

T.B.

T.B.

T.B.

T.B.

T.B.

555

555

555

555

555

584

584

584

584

584

n/a

n/a

n/a

n/a

n/a

EXTENDED FLAT GUARD

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

450
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450

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA



GUARD MOUNTED AXIAL FANS - 490MM

FANS
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TYPE: PSC MOTOR

380-420V, 50/60Hz

SUPPLY: 220-240V, SINGLE & THREE PHASE 

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SPEEDS: SINGLE SPEED 

INSULATION: CLASS F, IP54

ENCLOSURE: TOTALLY ENCLOSED

TEMPERATURE RATING: -40°C TO +70°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

GMAF1-490S-1-1 - 1PH 1400 420W 6420 T.B. 555 584 n/a 260.92£  

260.92£  GMAF1-490S-2-1 - 1PH 920 230W 4830 T.B. 555 584 n/a

EXTENDED FLAT GUARD

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

GMAF1-490S-1E-1 - 1PH 1400 420W 6420 T.B. 617 645 n/a 262.22£  
GMAF1-490S-2E-1 - 1PH 920 230W 4830 T.B. 617 645 n/a 262.22£  

NEW

NEW

NEW

NEW

490

GMA1-490S-1E-1 - 1PH 1400 420W 6420 T.B. 617 645 100 262.22£  

GMA1-490S-2E-1 - 1PH 920 230W 4830 T.B. 617 645 100 262.22£  

STANDARD BASKET GUARD

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

GMA1-490S-1 - 1PH 1400 420W 6420 T.B. 555 584 100 239.36£  

GMA1-490S-2 - 1PH 920 230W 4830 T.B. 555 584 100 239.36£  

EXTENDED BASKET GUARD

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

NEW

NEW

490

STANDARD FLAT GUARD



GUARD MOUNTED AXIAL FANS - 500MM

FANS
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SUPPLY: 220-240V, SINGLE & THREE PHASE 

TYPE: PSC MOTOR

380-420V, 50/60Hz

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SPEEDS: SINGLE SPEED 

INSULATION: CLASS F, IP54

ENCLOSURE: TOTALLY ENCLOSED

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE RATING: -30°C TO +60°C

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

GMA1-500S4-1 GMA1-500B-1 1PH 1400 420W 6200 T.B. 558 576 90 180.52£  

GMA1-500S-L - 1PH 1400 380W 7620 1.5m 553 571 90 180.52£  

GMA1-500S-3 GMA1-500B-3 1PH 1400 780W 9450 T.B. 555 584 90 202.34£  

- GMA1-500B4-3 1PH 1400 680W 9450 T.B. 558 576 90 202.52£  

GMA1-500S-2 GMA1-500B-2 1PH 920 200W 5469 T.B. 555 584 90 180.52£  

GMA3-500S4-1 GMA3-500B-1 3PH 1400 380W 7620 T.B. 558 576 90 180.52£  

GMA3-500S-L - 3PH 1400 380W 7620 1.5m 553 571 90 180.52£ 
 

- GMA3-500B-3* 3PH 1350 750W 9450 T.B. 555 584 90 202.34£  

GMA3-500S-3 - 3PH 1397 828W - T.B. 555 584 90 202.34£ 
 

- GMA3-500B-4 3PH 1350 700W - T.B. 555 584 90 202.34£ 
 

GMA3-500S-2 GMA3-500B-2 3PH 920 205W 5490 T.B. 555 584 90 180.52£ 
 

* is a 7 bladed fan

NEW

NEW

NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

EXTENDED BASKET GUARD

GMA1-500S4-1E-1 GMA1-500B-1E-1 1PH 1400 420W 6200 T.B. 558 576 100 200.77£ 
 

GMA1-500S-3E-1 GMA1-500B-3E-1 1PH 1400 780W 9450 T.B. 555 584 100 223.90£ 
 

GMA1-500S-2E-1 GMA1-500B-2E-1 1PH 920 200W 5469 T.B. 555 584 100 200.77£ 
 

GMA3-500S4-1E-1 GMA3-500B-1E-1 3PH 1400 380W 7620 T.B. 558 576 100 200.77£ 
 

GMA3-500S-3E-1 3PH 1350 828W - T.B. 555 584 100 223.90£ 
 

- GMA3-500B-4E-1 3PH 1350 700W - T.B. 555 584 100 223.90£ 
 

GMA3-500S-2E-1 GMA3-500B-2E-1 3PH 920 205W 5490 T.B. 555 584 100 200.77£ 

 

NEW

NEW

NEW

NEW

NEW

NEW

NEW

500

STANDARD BASKET GUARD

500

GMAV1-500S4-1 - 1PH 1380 420W 6200 T.B. 95 540 40 229.14£ 

 

2 fixing holes 50mm centres

Connection

Type

Blade 

Protrusion

Fixing

PCD

Guard 

Depth

VERTICAL FIX BASKET GUARD

NEW



GUARD MOUNTED AXIAL FANS - 500MM

FANS

380-420V, 50/60Hz

SPEEDS: SINGLE SPEED 

TYPE: PSC MOTOR

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SUPPLY: 220-240V, SINGLE & THREE PHASE 

INSULATION: CLASS F, IP54

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE RATING: -30°C TO +60°C

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

ENCLOSURE: TOTALLY ENCLOSED

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

STANDARD FLAT GUARD

GMAF1-500S4-1 GMAF1-500B-1 1PH 1400 420W 6200 T.B. 555 584 n/a 203.38£  

GMAF1-500S-3 - 1PH 1400 700W 9450 T.B. 555 584 n/a 225.20£  

GMAF1-500S-2 GMAF1-500B-2 1PH 920 200W 5469 T.B. 555 584 n/a 203.38£  

GMAF3-500S4-1 GMAF3-500B-1 3PH 1400 380W 7620 T.B. 555 584 n/a 203.38£  

GMAF3-500S-3 3PH 1350 828W - T.B. 555 584 n/a 225.20£  

- GMAF3-500B-4 3PH 1350 700W - T.B. 555 584 n/a 225.20£  

GMAF3-500S-2 GMAF3-500B-2 3PH 920 205W 5490 T.B. 555 584 n/a 203.38£  

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

EXTENDED FLAT GUARD

GMAF1-500S4-1E-1 GMAF1-500B-1E-1 1PH 1400 380W 7620 T.B. 617 645 n/a 203.38£  

GMAF1-500S-3E-1 - 1PH 1400 700W 9450 T.B. 617 645 n/a 225.20£  

GMAF1-500S-2E-1 GMAF1-500B-2E-1 1PH 920 200W 5469 T.B. 617 645 n/a 203.38£  

GMAF3-500S4-1E-1 GMAF3-500B-1E-1 3PH 1400 380W 7620 T.B. 617 645 n/a 203.38£  

GMAF3-500S-3E-1 3PH 1350 828W - T.B. 617 645 n/a 225.20£  

- GMAF3-500B-4E-1 3PH 1350 700W - T.B. 617 645 n/a 225.20£  

GMAF3-500S-2E-1 GMAF3-500B-2E-1 3PH 920 205W 5490 T.B. 617 645 n/a 203.38£  

-

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

500
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500

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA



GUARD MOUNTED AXIAL FANS - 540MM

FANS
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TYPE: PSC MOTOR

SUPPLY: 50/60Hz220-240V, SINGLE 

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SPEEDS: SINGLE SPEED 

INSULATION: CLASS F, IP54

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE RATING: -30°C TO +60°C

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

GMA1-540S-1 - 1PH 1300 550W 8010 T.B. 617 645 100 272.73£  

GMA1-540S-2 - 1PH 900 330W 6320 T.B. 617 645 100 272.73£  

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

EXTENDED BASKET GUARD

GMA1-540S-1E-1 - 1PH 1300 550W 8010 T.B. 659 690 100 296.90£  

GMA1-540S-2E-1 - 1PH 900 330W 6320 T.B. 659 690 100 296.90£ 
 

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

GMAF1-540S-1 - 1PH 1300 550W 8010 T.B. 617 645 n/a 295.59£ 

 

GMAF1-540S-2 - 1PH 900 330W 6320 T.B. 617 645 n/a 295.59£ 

 

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

EXTENDED FLAT GUARD

GMAF1-540S-1E-1 - 1PH 1300 550W 8010 T.B. 659 690 n/a 296.90£ 

 

GMAF1-540S-2E-1 - 1PH 900 330W 6320 T.B. 659 690 n/a 296.90£ 

 

NEW

NEW

NEW

NEW

NEW

NEW

540

STANDARD BASKET GUARD

540

STANDARD FLAT GUARD



GUARD MOUNTED AXIAL FANS - 550MM

FANS
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TYPE: PSC MOTOR

380-420V, 50/60Hz

SUPPLY: 220-240V, SINGLE & THREE PHASE 

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SPEEDS: SINGLE SPEED 

INSULATION: CLASS F, IP54

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

EXTENDED BASKET GUARD

GMA1-550S-2E-1 GMA1-550B-2E-1 1PH 1410 550W 10600 T.B. 659 690 100 228.77£ 
 

GMA1-550S6-1E-1 GMA1-550B-1E-1 1PH 925 350W 8000 T.B. 659 690 100 228.77£ 
 

GMA3-550S-2E-1 GMA3-550B-2E-1 3PH 1410 550W 10600 T.B. 659 690 100 228.77£ 
 

GMA3-550S-1E-1 GMA3-550B-1E-1 3PH 925 350W 8000 T.B. 659 690 100 228.77£ 
 

- GMA3-550BH6-1E-1 3PH 900 330W 6430 T.B. 659 690 100 232.65£ 
 

 

2 fixing holes 50mm centres

NEW

NEW

NEW

NEW

NEW

550

STANDARD BASKET GUARD

Connection

Type

Blade

Protrusion

Fixing

PCD

Guard 

Depth

VERTICAL FIX BASKET GUARD

GMAV1-550S4-1 GMAV1-550B4-1 1PH 1310 520W 10600 T.B. 105 595 55 261.22£ 

 

NEW

550

Phase Motor Input Air Volume Connection Guard Price

Sucking Airflow Blowing Airflow Supply RPM Power (m³/h) Type X (Min) Y (Max) Depth £

GMA1-550S-2 GMA1-550B-2 1PH 1410 550W 10600 T.B. 622 646 100 204.60£ 
 

- GMA1-550BH4-1 1PH 1410 550W 10600 T.B. 605 627 100 208.48£ 
 

GMA1-550S6-1 GMA1-550B-1 1PH 925 350W 8000 T.B. 611 637 100 204.60£ 
 

- GMA1-550BH6-1 1PH 900 330W 6320 T.B. 605 627 100 208.48£ 
 

GMA3-550S-2 GMA3-550B-2 3PH 1410 550W 10600 T.B. 622 646 100 204.60£ 

 

- GMA3-550BH4-1 3PH 1410 600W 8720 T.B. 605 627 100 208.48£ 

 

GMA3-550S-2L - 3PH 1410 600W 8720 3m 605 627 100 204.60£ 

 

GMA3-550S-1 GMA3-550B-1 3PH 925 350W 8000 T.B. 622 646 100 204.60£ 

 

- GMA3-550BH6-1 3PH 900 330W 6430 T.B. 605 627 100 208.48£ 

 

Part Number Guard Dimensions



GUARD MOUNTED AXIAL FANS - 550MM

FANS

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SPEEDS: SINGLE SPEED 

TYPE: PSC MOTOR

380-420V, 50/60Hz

SUPPLY: 220-240V, SINGLE & THREE PHASE 

INSULATION: CLASS F, IP54

ENCLOSURE: TOTALLY ENCLOSED

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

STANDARD FLAT GUARD

GMAF1-550S-2 GMAF1-550B-2 1PH 1410 550W 10600 T.B. 617 645 n/a 227.46£  

GMAF1-550S6-1 GMAF1-550B-1 1PH 925 350W 8000 T.B. 617 645 n/a 227.46£  

GMAF3-550S-2 GMAF3-550B-2 3PH 1410 550W 10600 T.B. 617 645 n/a 227.46£  

GMAF3-550S-1 GMAF3-550B-1 3PH 925 350W 8000 T.B. 617 645 n/a 227.46£  

- GMAF3-550BH6-1 3PH 900 330W 6430 T.B. 617 645 n/a 231.34£  

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

EXTENDED FLAT GUARD

GMAF1-550S-2E-1 GMAF1-550B-2E-1 1PH 1410 550W 10600 T.B. 659 690 n/a 228.77£  

GMAF1-550S6-1E-1 GMAF1-550B-1E-1 1PH 925 350W 8000 T.B. 659 690 n/a 228.77£  

GMAF3-550S-2E-1 GMAF3-550B-2E-1 3PH 1410 550W 10600 T.B. 659 690 n/a 228.77£  

GMAF3-550S-1E-1 GMAF3-550B-1E-1 3PH 925 350W 8000 T.B. 659 690 n/a 228.77£  

- GMAF3-550BH6-1E-1 3PH 900 330W 6430 T.B. 659 690 n/a 232.65£  

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

550

Tel: 01526 399 711 | Fax: 01526 399 744 | Email: sales@psp .uk.com

page 164

550

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA



GUARD MOUNTED AXIAL FANS - 560MM

FANS
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SUPPLY:  50/60Hz220-240V,SINGLE PHASE 

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

TYPE: PSC MOTOR

SPEEDS: SINGLE SPEED 

INSULATION: CLASS F, IP54

TEMPERATURE RATING: -30°C TO +60°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

ENCLOSURE: TOTALLY ENCLOSED

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

GMA1-560S4-1 - 1PH 1320 700W 8800 T.B. 600 630 100 221.00£  

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

EXTENDED BASKET GUARD

GMA1-560S4-1E-1 - 1PH 1320 700W 8800 T.B. 659 690 100 245.17£  

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

GMAF1-560S4-1 - 1PH 1320 700W 8800 T.B. 622 645 n/a 243.85£  

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

EXTENDED FLAT GUARD

GMAF1-560S4-1E-1 - 1PH 1320 700W 8800 T.B. 659 690 n/a 245.17£  

NEW

NEW

NEW

NEW

560

STANDARD BASKET GUARD

560

STANDARD FLAT GUARD



GUARD MOUNTED AXIAL FANS - 600MM

FANS
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POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SPEEDS: SINGLE SPEED 

380-420V, 50/60Hz

SUPPLY: 220-240V, SINGLE & THREE PHASE 

TYPE: PSC MOTOR INSULATION: CLASS F, IP54

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE RATING: -30°C TO +60°C

- GMA1-600BH4-1 1PH 1360 700W 10040 T.B. 656 682 100 237.09£  

GMA1-600S-2 - 1PH 1380 710W 9450 T.B. 659 690 100 237.09£  

- GMA1-600BH6-1 1PH 900 480W 8180 T.B. 656 682 100 237.09£  

GMA1-600S-1 - 1PH 903 420W 8300 T.B. 659 690 100 237.09£  

- GMA3-600BH4-1 3PH 1350 780W 10820 T.B. 656 682 100 237.09£  

GMA3-600S-2 - 3PH 1380 410W 9450 T.B. 659 690 100 237.09£  

- GMA3-600BH6-1 3PH 900 500W 8060 T.B. 656 682 100 237.09£  

GMA3-600S-1 - 3PH 903 420W 8900 T.B. 659 690 100 237.09£ 
 

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

STANDARD BASKET GUARD

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

EXTENDED BASKET GUARD

- GMA1-600BH4-1E 1PH 1360 700W 10040 T.B. 690 720 100 262.57£  

GMA1-600S-2E - 1PH 1380 710W 9450 T.B. 690 720 100 262.57£  

- GMA1-600BH6-1E 1PH 900 480W 8180 T.B. 690 720 100 262.57£ 
 

GMA1-600S-1E - 1PH 903 420W 8300 T.B. 690 720 100 262.57£ 
 

- GMA3-600BH4-1E 3PH 1350 780W 10820 T.B. 690 720 100 262.57£ 
 

GMA3-600S-2E - 3PH 1380 410W 9450 T.B. 690 720 100 262.57£ 
 

- GMA3-600BH6-1E 3PH 900 500W 8060 T.B. 690 720 100 262.57£ 
 

GMA3-600S-1E - 3PH 903 420W 8900 T.B. 690 720 100 262.57£ 
 

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

600



GUARD MOUNTED AXIAL FANS - 600MM

FANS

SPEEDS: SINGLE SPEED 

TYPE: PSC MOTOR

380-420V, 50/60Hz

SUPPLY: 220-240V, SINGLE & THREE PHASE 

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

INSULATION: CLASS F, IP54

ENCLOSURE: TOTALLY ENCLOSED

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

STANDARD FLAT GUARD

- GMAF1-600BH4-1 1PH 1360 700W 10040 T.B. 659 690 100 261.26£  

GMAF1-600S-2 - 1PH 1380 710W 9450 T.B. 659 690 100 261.26£  

- GMAF1-600BH6-1 1PH 900 480W 8180 T.B. 659 690 100 261.26£  

GMAF1-600S-1 - 1PH 903 420W 8300 T.B. 659 690 100 261.26£  

- GMAF3-600BH4-1 3PH 1350 780W 10820 T.B. 659 690 100 261.26£  

GMAF3-600S-2 - 3PH 1380 410W 9450 T.B. 659 690 100 261.26£  

- GMAF3-600BH6-1 3PH 900 500W 8060 T.B. 659 690 100 261.26£  

GMAF3-600S-1 - 3PH 903 420W 8900 T.B. 659 690 100 261.26£  

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

EXTENDED FLAT GUARD

- GMAF1-600BH4-1E 1PH 1360 700W 10040 T.B. 690 720 100 262.57£  

GMAF1-600S-2E - 1PH 1380 710W 9450 T.B. 690 720 100 262.57£  

- GMAF1-600BH6-1E 1PH 900 480W 8180 T.B. 690 720 100 262.57£  

GMAF1-600S-1E - 1PH 903 420W 8300 T.B. 690 720 100 262.57£  

- GMAF3-600BH4-1E 3PH 1350 780W 10820 T.B. 690 720 100 262.57£  

GMAF3-600S-2E - 3PH 1380 410W 9450 T.B. 690 720 100 262.57£  

- GMAF3-600BH6-1E 3PH 900 500W 8060 T.B. 690 720 100 262.57£  

GMAF3-600S-1E - 3PH 903 420W 8900 T.B. 690 720 100 262.57£  

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

600
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SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA



GUARD MOUNTED AXIAL FANS - 620MM

FANS
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TYPE: PSC MOTOR

SUPPLY: 220-240V, 50/60HzSINGLE PHASE 

POLES:    4 POLE (1250RPM) & 6 POLE (950RPM)

SPEEDS: SINGLE SPEED 

INSULATION: CLASS F, IP54

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

 

ENCLOSURE: TOTALLY ENCLOSED

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

STANDARD FLAT GUARD

GMAF1-620S-1 - 1PH 900 520W 10500 T.B. 659 690 n/a 345.04£ 

620

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

STANDARD BASKET GUARD

GMA1-620S-1 - 1PH 900 520W 10500 T.B. 659 690 100 319.55£ 

620

SPEED CONTROLLERS

ACCESSORIES

PSVSC-3A    PRICE £29.32 PSVSC-3A-B    PRICE £29.32 PSVSC-3A-BOXED   PRICE £36.78

VERTICAL MOUNTING LUG KIT CABLE

VMKT1 GMA-CA



GUARD MOUNTED AXIAL FANS - 630MM

FANS
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380-420V, 50/60Hz

SUPPLY: 220-240V, SINGLE & THREE PHASE 

SPEEDS: SINGLE SPEED 

POLES:   4 POLE (1250RPM) & 6 POLE (950RPM)
& 8 POLE (680RPM) 

TYPE: PSC MOTOR INSULATION: CLASS F, IP54

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

TEMPERATURE RATING: -30°C TO +60°C

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

ENCLOSURE: TOTALLY ENCLOSED

Connection

Type

Blade

Protrusion

Fixing

PCD

Guard 

Depth

GMAV1-630S4-1 - 1PH 1380 805W 13500 T.B. 65 695 135 305.49£ NEW

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

STANDARD BASKET GUARD

GMA1-630S-3 - 1PH 1410 805W 13500 T.B. 690 760 100 242.49£ 

GMA1-630S-1 GMA1-630B-1 1PH 930 540W 12000 T.B. 690 760 100 242.49£ 

GMA1-630S-2 - 1PH 680 328W 8500 T.B. 690 760 100 242.49£ 

GMA3-630S4-1 - 3PH 1410 780W 13500 T.B. 681 755 100 242.49£ 

GMA3-630S4-2 - 3PH 1410 1940W - T.B. 681 755 100 279.99£ 

GMA3-630S-1 GMA3-630B-1 3PH 930 520W 12000 T.B. 690 760 100 242.49£ 

GMA3-630S6-2 - 3PH 930 740W - T.B. 681 755 100 269.99£ 

GMA3-630S-2 - 3PH 680 300W 8500 T.B. 690 760 100 242.49£ 

NEW

NEW

NEW

630

630

630

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

STANDARD FLAT GUARD

GMAF1-630S-3 - 1PH 1410 805W 13500 T.B. 690 760 100 267.98£ 

GMAF1-630S-1 GMAF1-630B-1 1PH 930 540W 12000 T.B. 690 760 100 267.98£ 

GMAF1-630S-2 - 1PH 680 328W 8500 T.B. 690 760 100 267.98£ 

GMAF3-630S4-1 - 3PH 1410 780W 13500 T.B. 681 755 100 267.98£ 

GMAF3-630S-1 GMAF3-630B-1 3PH 930 520W 12000 T.B. 690 760 100 267.98£ 

GMAF3-630S-2 - 3PH 680 300W 8500 T.B. 690 760 100 267.98£ 

NEW

VERTICAL FIX BASKET GUARD



GUARD MOUNTED AXIAL FANS - 710, 800 & 900MM

FANS
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SUPPLY: 220-240V, SINGLE & THREE PHASE 

SPEEDS: SINGLE SPEED 

TYPE: PSC MOTOR

380-420V, 50/60Hz

POLES:   6 POLES (950RPM)

INSULATION: CLASS F, IP54

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

GMA1-710S6 - 1PH 861 881W 15300 T.B. 776 840 186 547.68£  

GMA3-710S6 GMA3-710B6 3PH 920 850W 15300 T.B. 776 840 186 547.68£  

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

GMA3-800S6 GMA3-800B6 3PH 920 1100W 21500 T.B. 863 920 186 637.79£  

Connection

Type

Guard Dimensions

X (Min)    Y (Max)

Guard 

Depth

GMA3-900S6 GMA3-900B6 3PH 905 1600W 25000 T.B. 991 1075 186 714.29£  

GMA3-900S6-D* - 3PH 905 1600W 25000 T.B. 991 1075 186 714.29£  

* Model is DELTA wiring only

NEW



GUARD MOUNTED AXIAL FANS

FANS
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WITH PADDLE BLADES

Paddle blade is a straighter more direct distribution of air.

ENVIRONMENT

Along with our popular sickle bladed version of guard mounted axials we now also stock a four paddle bladed 

version. Whilst both can be used in the same applications the paddle blade version has certain applications 

where it is better suited.

OVERVIEW

AIRFLOW

Sickle blade gives off a conical distribution of airow

A GMA (sickle) range unit is better suited to applications with back pressure whilst GMC (Paddle) unit is better 

suited to applications in cooling towers, cold rooms or evaporators. The advantages of a paddle unit are they 

work well in wetter applications, in lower temperatures or where the airow is required to be more focused or 

over a longer range. There are however disadvantages of this unit however, namely they are nosier, use a more 

powerful motor so the running costs and initial purchase costs are greater.



GUARD MOUNTED AXIAL FANS (PADDLE)

FANS
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TYPE: PSC MOTOR

SUPPLY: 220-240V, SINGLE & THREE PHASE 

SPEEDS: SINGLE SPEED 

380-420V, 50/60Hz

POLES:   4 POLE (1400RPM)

INSULATION: CLASS F, IP54

TEMPERATURE RATING: -30°C TO +60°C

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

CONNECTIONS: TERMINAL BOX 

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

Phase Motor Input Amps Air Volume Noise Connection Price

Sucking Airflow Blowing Airflow Supply RPM Power A (m³/h) dB(A) Type £

GMC1-400S4-1 GMC1-400B4-1 1PH 1360 240W 1.08 5000 65 T.B. 106.60£  

Part Number

Phase Motor Input Amps Air Volume Noise Connection Price

Sucking Airflow Blowing Airflow Supply RPM Power A (m³/h) dB(A) Type £

Part Number

GMC1-450S4-1 GMC1-450B4-1 1PH 1400 520W 2.3 7000 72 T.B. 131.43£ 

Phase Motor Input Amps Air Volume Noise Connection Price

Sucking Airflow Blowing Airflow Supply RPM Power A (m³/h) dB(A) Type £

Part Number

GMC1-500S4-1 GMC1-500B4-1 1PH 1410 710W 3.3 10200 75 T.B. 206.61£  



GUARD MOUNTED AXIAL FANS (PADDLE)

FANS
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TYPE: PSC MOTOR

SPEEDS: SINGLE SPEED 

POLES:   4 POLE (1400RPM)

380-420V, 50/60Hz

SUPPLY: 220-240V, SINGLE & THREE PHASE 

INSULATION: CLASS F, IP54

CONNECTIONS: TERMINAL BOX 

TEMPERATURE RATING: -40°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

GMC1-550S4-1 GMC1-550B4-1 1PH 1360 710W 3.3 5000 65 T.B. 234.16£  

GMC1-600S4-1 GMC1-600B4-1 1PH 1380 780W 3.6 13500 80 T.B. 234.16£  

Phase Motor Input Amps Air Volume Noise Connection Price

Sucking Airflow Blowing Airflow Supply RPM Power A (m³/h) dB(A) Type £

Part Number

Phase Motor Input Amps Air Volume Noise Connection Price

Sucking Airflow Blowing Airflow Supply RPM Power A (m³/h) dB(A) Type £

Part Number



ECM GUARD MOUNTED AXIAL FANS

FANS
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Our Electronically Commutated guard mounts (ECM) are up to 68% efcient compared to around 40% efciency 

from a standard PSC (Permanent split capacitor) guard mount.

With the cost of energy ever rising and the need for all of us to help reduce CO2 emissions, Pole Star Products 

energy efcient fan motors are a must for any forward thinking business.

With new ERP regulations and a push to be green EC guard mounts are soon to become a more common sight on 

installations and re-ts alike.  

Our ECM motors have many other benets over standard motors - call us for further information on how our 

motors can help your business.



ECM GUARD MOUNTED AXIAL FANS

FANS

Tel: 01526 399 711 | Fax: 01526 399 744 | Email: sales@psp .uk.com

page 175

POLES: VARIABLE

TYPE: ECM MOTOR

SUPPLY: SINGLE 230V, 50 Hz

SPEEDS: VARIABLE

INSULATION: CLASS B, IP54

ENCLOSURE: TOTALLY ENCLOSED

RATING: DUAL RATING

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -25°C TO +60°C

CONNECTIONS: FLYING LEADS (450 mm)

Part Blade Phase Airflow Number Max Input Amps Air Volume Noise Price

Number Diameter Supply Direction of Blades RPM Power A Min Max (m³/h) dB(A) £

GMA1-200S-EC 200mm 1PH Sucking 7 2900 80W 0.65 231 260 - - 126.17£ 
 

GMA1-250S-EC 250mm 1PH Sucking 7 3100 167W 1.25 281 300 1600 69 134.48£ 
 

GMA1-300S-EC 300mm 1PH Sucking 5 1800 100W 0.75 331 360 1625 64 140.05£ 
 

GMA1-315S-EC 315mm 1PH Sucking 5 1660 180W 1.3 341 390 2700 66 143.48£ 
 

GMA1-350S-EC 350mm 1PH Sucking 5 1750 170W 1.25 381 422 3750 65 159.58£ 
 

GMA1-400S-EC 400mm 1PH Sucking 5 1690 340W 1.7 431 470 5300 69 241.90£ 
 

GMA1-450S-EC 450mm 1PH Sucking 5 1310 355W 1.6 481 522 5700 69 254.60£ 
 

GMA1-500S-EC* 500mm 1PH Sucking 5 1800 n/a n/a 555 570 9184 70 375.41£ 
 

GMA3-500S-EC* 500mm 3PH Sucking 5 1550 900W 1.8 555 570 9184 70 375.41£ 
 

GMA1-630S-EC* 630mm 1PH Sucking 5 1125 840W 2.26 710 755 12046 n/a 379.70£ 
 

GMA3-630S-EC* 630mm 3PH Sucking 5 1125 1000W 1.8 71 755 12046 74 379.70£ 
 

GMA1-630S-EC-2* 630mm 1PH Sucking 5 1125 840W 2.26 12046 n/a 458.81£ 
 

GMA3-630S-EC-2*630mm 3PH Sucking 5 1125 1000W 1.8 12046 74 458.81£ 
 

GMA1-710S-EC* 710mm 1PH Sucking 5 960 520W 2.3 15335 69 491.20£ 
 

GMA3-710S-EC* 710mm 3PH Sucking 5 930 695W 1.1 15335 75 491.20£  

GMA1-800S-EC* 800mm 1PH Sucking 5 960 n/a n/a n/a n/a n/a n/a £ call

GMA3-800S-EC* 800mm 3PH Sucking 5 1000 1830W 4.1 863 920 25000 76 907.41£ 
 

GMA3-900S-EC* 900mm 3PH Sucking 5 930 2204W 3.6 991 1075 30000 80 994.87£ 

 

Guard P.C.D.

771 Vertical lug

771 Vertical lug

679 Vertical lug

679 Vertical lug

Items marked * subject to MOQ's & lead times

Items are supplied with a rotary speed controller



GUARD MOUNTED AXIAL FANS (EXPLOSION PROOF)

FANS
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SUPPLY: SINGLE PHASE 220V-240, 50/60 Hz

SPEEDS: SINGLE SPEED

TYPE: PSC MOTOR

POLES: 4 POLE (1400RPM)

INSULATION: IP55

RATING: CONTINUOUSLY RATED AIR OVER MOTOR 

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

ENCLOSURE: TOTALLY ENCLOSED

TEMPERATURE RATING: -40°C TO +60°C

Phase Motor Input Air Volume Noise Price

Sucking Airflow Blowing Airflow Supply RPM Power (m³/h) dB(A) A B C E F G £

- EXA1-300B4-1 1PH 1400 120W 1800 45 400 345 165 8 8 250 216.28£  

- EXA1-400B4-1 1PH 1400 180W 3480 90 500 450 240 10 10 300 237.28£  

- EXA1-500B4-1 1PH 1400 370W 6000 100 600 560 290 11.5 280 302.38£  

- EXA1-600B4-1 1PH 1400 550W 9000 110 700 660 340 300 371.68£  

Part Number Dimension

J H

G

C B A



PLATE MOUNTED AXIAL FANS
FANS
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We now have four different styles of plate xing to choose between, depending upon the nish you wish to 

apply.

In conjunction with our popular guard mounted axial range we also offer the units with a square metal plate. 

These plate mounted axials improve the airow with the dished inlet ring and also offer a clean and tidy nish on 

installation jobs.

They are available with blade diameters from 300mm up to 900mm. These units are available in four and six 

pole and in either single phase or three phase supply. The most common airow is sucking although blowing is also 

available; the majority of models come complete with a terminal box tted to the read of the guard complete 

with capacitor pre-wired.
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SUPPLY: SINGLE PHASE 220V-240, 50/60 Hz

SPEEDS: SINGLE SPEED

TYPE: PSC MOTOR

6 POLE (950RPM), 8 POLE (680RPM)

POLES: 2 POLE (2700RPM), 4 POLE (1350RPM), 

INSULATION: CLASS F, IP54 

ENCLOSURE: TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR 

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

CONNECTION: TERMINAL BOX (LEADS ON REQUEST)

NOTES:  

- COMES WITH FIXING BOLTS

Blade Motor Inlet Plate Plate Inlet Price

Sucking Airflow Blowing Airflow Diameter RPM Diameter Width Fixing Holes Depth £

PMA1-250S2-1A PMA1-250B2-1A 250mm 2650 260 310 260 35 96.52£     
 

PMA1-250S4-1A PMA1-250B4-1A 250mm 1400 260 310 260 35 96.52£     
 

PMA1-300S2-1A PMA1-300B2-1A 300mm 2650 310 410 355 45 100.47£   
 

PMA1-300S4-1A PMA1-300B4-1A 300mm 1380 310 410 355 45 100.47£   

 

PMA1-300S6-1A PMA1-300B6-1A 300mm 920 310 410 355 45 100.47£   

 

PMA1-350S4-1A PMA1-350B4-1A 350mm 1380 360 425 370 60 107.04£   

 

PMA1-350S6-1A PMA1-350B6-1A 350mm 915 360 425 370 60 107.04£   

 

PMA1-400S4-1A PMA1-400B4-1A 400mm 1400 410 480 435 60 118.94£   

 

PMA1-400S6-1A PMA1-400B6-1A 400mm 920 410 480 435 60 118.94£   

 

PMA1-450S4-1A PMA1-450B4-1A 450mm 1380 460 575 535 60 144.96£   

 

PMA1-450S6-1A PMA1-450B6-1A 450mm 920 460 575 535 60 144.96£   

 

PMA1-500S4-1A PMA1-500B4-1A 500mm 1400 513 655 615 80 214.92£   

 

PMA1-500S6-1A PMA1-500B6-1A 500mm 925 513 655 615 80 214.92£   

 

PMA1-550S4-1A PMA1-550B4-1A 550mm 1300 567 700 615 80 246.97£   

 

PMA1-550S6-1A PMA1-550B6-1A 550mm 925 567 700 665 80 246.97£   

 

PMA1-630S4-1A - 630mm 1410 643 805 750 80 291.19£   

 

PMA1-630S6-1A PMA1-630B6-1A 630mm 930 643 805 750 80 291.19£   

 

PMA1-630S8-1A - 630mm 680 643 805 750 80 291.19£   

 

PMA1-710S6-1A - 710mm 920 725 850 810 120 613.95£   

 

Part Number
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INSULATION: CLASS F, IP54 

ENCLOSURE: TOTALLY ENCLOSED

CONNECTION: TERMINAL BOX (LEADS ON REQUEST)

TEMPERATURE RATING: -30°C TO +60°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR 

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

NOTES:  

- COMES WITH FIXING BOLTS

SUPPLY: THREE PHASE 380V-420, 50/60 Hz

6 POLE (950RPM), 8 POLE (680RPM)

SPEEDS: SINGLE SPEED

TYPE: PSC MOTOR

POLES: 2 POLE (2700RPM), 4 POLE (1350RPM), 

Blade Motor Inlet Plate Plate Inlet Price

Sucking Airflow Blowing Airflow Diameter RPM DiameterWidth Fixing Holes Depth £

PMA3-300S2 PMA3-300B2 300mm 2429 310 410 355 45 100.47£    

PMA3-300S4 PMA3-300B4 300mm 1380 310 410 355 45 100.47£    

PMA3-350S4 PMA3-350B4 350mm 1380 360 425 370 60 107.04£    

PMA3-350S6 PMA3-350B6 350mm 920 360 425 370 60 107.04£   
 

PMA3-400S4 PMA3-400B4 400mm 1400 410 480 435 60 118.94£   
 

PMA3-400S6 PMA3-400B6 400mm 920 410 480 435 60 118.94£   
 

PMA3-450S4 PMA3-450B4 450mm 1380 460 575 535 60 144.96£   
 

PMA3-450S6 PMA3-450B6 450mm 920 460 575 535 60 144.96£   
 

PMA3-500S4 PMA3-500B4 500mm 1400 513 655 615 80 214.92£   

 

PMA3-500S6 PMA3-500B6 500mm 925 513 655 615 80 214.92£   

 

PMA3-550S4 PMA3-550B4 550mm 1300 567 700 615 80 246.97£   

 

PMA3-550S6 PMA3-550B6 550mm 925 567 700 665 80 246.97£   

 

PMA3-630S6 PMA3-630B6 630mm 930 643 805 750 80 291.19£   

 

PMA3-630S8 - 630mm 680 643 805 750 80 291.19£   

 

PMA3-710S6 PMA3-710B6 710mm 920 725 850 810 120 613.95£   

 

PMA3-800S6 PMA3-800B6 800mm 920 818 970 910 120 702.02£   

 

PMA3-900S6 PMA3-900B6 900mm 905 918 1070 1010 120 791.07£   

 

Part Number

NEW
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TYPE: PSC MOTOR

SPEEDS: SINGLE SPEED

6 POLE (950RPM), 8 POLE (680RPM)

POLES: 2 POLE (2700RPM), 4 POLE (1350RPM), 

SUPPLY: SINGLE PHASE 220V-240, 50/60 Hz

INSULATION: CLASS F, IP54 

ENCLOSURE: TOTALLY ENCLOSED

CONNECTION: TERMINAL BOX (LEADS ON REQUEST)

RATING: CONTINUOUSLY RATED AIR OVER MOTOR 

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

Blade Motor Inlet Plate Plate Inlet Price

Sucking Airflow Blowing Airflow Diameter RPM Diameter Width Fixing Holes Depth £

Part Number

PMA1-250S2-2A PMA1-250B2-2A 250mm 2650 260 310 260 35 96.52£     
 

PMA1-250S4-2A PMA1-250B4-2A 250mm 1400 260 310 260 35 96.52£     
 

PMA1-300S2-1A PMA1-300B2-1A 300mm 2650 310 410 355 45 100.47£  
 

PMA1-300S4-2A PMA1-300B4-2A 300mm 1380 310 410 355 45 100.47£  
 

PMA1-300S6-2A PMA1-300B6-2A 300mm 920 310 410 355 45 100.47£  
 

PMA1-350S4-2A PMA1-350B4-2A 350mm 1380 360 425 370 60 107.04£  
 

PMA1-350S6-2A PMA1-350B6-2A 350mm 915 360 425 370 60 107.04£  

 

PMA1-400S4-2A PMA1-400B4-2A 400mm 1400 410 480 435 60 118.94£  

 

PMA1-400S6-2A PMA1-400B6-2A 400mm 920 410 480 435 60 118.94£  

 

PMA1-450S4-2A PMA1-450B4-2A 450mm 1380 460 575 535 60 144.96£  

 

PMA1-450S6-2A PMA1-450B6-2A 450mm 920 460 575 535 60 144.96£  

 

PMA1-500S4-2A PMA1-500B4-2A 500mm 1400 513 655 615 80 214.92£  

 

PMA1-500S6-2A PMA1-500B6-2A 500mm 925 513 655 615 80 214.92£  

 

PMA1-550S4-2A PMA1-550B4-2A 550mm 1300 567 700 615 80 246.97£  

 

PMA1-550S6-2A PMA1-550B6-2A 550mm 925 567 700 665 80 246.97£  

 

PMA1-630S4-2A - 630mm 1410 643 805 750 80 291.19£  

 

PMA1-630S6-2A PMA1-630B6-2A 630mm 930 643 805 750 80 291.19£  

 

PMA1-630S8-2A - 630mm 680 643 805 750 80 291.19£  

 

PMA1-710S6-2A - 710mm 920 725 850 810 120 613.95£  

 

NEW

NOTES:  

- COMES WITH FIXING BOLTS
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Blade Motor Inlet Plate Plate Inlet Price

Sucking Airflow Blowing Airflow Diameter RPM Diameter Width Fixing Holes Depth £

PMA3-300S4-2A PMA3-300B4-2A 300mm 1380 310 410 355 45 100.47£    

PMA3-350S4-2A PMA3-350B4-2A 350mm 1380 360 425 370 60 107.04£   

PMA3-350S6-2A PMA3-350B6-2A 350mm 920 360 425 370 60 107.04£   

PMA3-400S4-2A PMA3-400B4-2A 400mm 1400 410 480 435 60 118.94£   

PMA3-400S6-2A PMA3-400B6-2A 400mm 920 410 480 435 60 118.94£   

PMA3-450S4-2A PMA3-450B4-2A 450mm 1380 460 575 535 60 144.96£   

PMA3-450S6-2A PMA3-450B6-2A 450mm 920 460 575 535 60 144.96£   
PMA3-500S4-2A PMA3-500B4-2A 500mm 1400 513 655 615 80 214.92£   
PMA3-500S6-2A PMA3-500B6-2A 500mm 925 513 655 615 80 214.92£   
PMA3-550S4-2A PMA3-550B4-2A 550mm 1300 567 700 615 80 246.97£   
PMA3-550S6-2A PMA3-550B6-2A 550mm 925 567 700 665 80 246.97£   
PMA3-630S6-2A PMA3-630B6-2A 630mm 930 643 805 750 80 291.19£  

 
PMA3-630S8-2A - 630mm 680 643 805 750 80 291.19£  

 
PMA3-710S6-2A PMA3-710B6-2A 710mm 920 725 850 810 120 613.95£   

 
PMA3-800S6-2A PMA3-800B6-2A 800mm 920 818 970 910 120 702.02£   

 
PMA3-900S6-2A PMA3-900B6-2A 900mm 905 918 1070 1010 120 791.07£   

 

Part Number

INSULATION: CLASS F, IP54 

RATING: CONTINUOUSLY RATED AIR OVER MOTOR 

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

CONNECTION: TERMINAL BOX (LEADS ON REQUEST)

NOTES:  

- COMES WITH FIXING BOLTS

TYPE: PSC MOTOR

SUPPLY: THREE PHASE 380V-420, 50/60 Hz

POLES: 4 POLE (1350RPM), 6 POLE (950RPM), 

8 POLE (680RPM)

SPEEDS: SINGLE SPEED
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INSULATION: CLASS F, IP54 

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE: TOTALLY ENCLOSED

CONNECTION: TERMINAL BOX (LEADS ON REQUEST)

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

RATING: CONTINUOUSLY RATED AIR OVER MOTOR 

NOTES:  

- COMES WITH FIXING BOLTS

TYPE: PSC MOTOR

380V-420, 50/60 Hz

POLES: 2 POLE (2700RPM), 4 POLE (1350RPM), 

SUPPLY: SINGLE & THREE PHASE 220-240V, 

6 POLE (950RPM)

SPEEDS: SINGLE SPEED

Blade Phase Motor Inlet Plate Plate Inlet Price

Sucking Airflow Blowing Airflow Diameter Supply RPM Diameter Width Fixing Holes Depth £

PMA1-200S2-1 - 200mm 1PH 2300 203 312 260 52 94.94£        

PMA1-250S2-1 PMA1-250B2-1 250mm 1PH 2500 250 370 320 90 96.52£        

- PMA1-250B4-1 250mm 1PH 1400 250 370 320 90 96.52£        

PMA1-300S4-1 PMA1-300B4-1 300mm 1PH 2300 315 430 380 90 100.47£      

- PMA1-300B6-1 300mm 1PH 1350 315 430 380 90 100.47£      

PMA1-350S4-1 PMA1-350B4-1 350mm 1PH 1380 350 485 435 90 107.04£      

PMA1-350S6-1 PMA1-350B6-1 350mm 1PH 920 350 485 435 90 107.04£      

PMA1-400S4-1 - 400mm 1PH 1380 400 540 490 110 118.94£      

PMA1-400S6-1 PMA1-400B6-1 400mm 1PH 920 400 540 490 110 118.94£      

PMA1-450S4-1 PMA1-450B4-1 450mm 1PH 1360 450 575 535 110 144.96£      

PMA1-500S4-1 PMA1-500B4-1 500mm 1PH 1300 500 655 615 115 214.92£      

- PMA1-500B6-1 500mm 1PH 900 500 655 615 115 214.92£      

PMA1-550S4-1 PMA1-550B4-1 550mm 1PH 1300 550 725 670 115 246.97£      

- PMA1-550B6-1 550mm 1PH 900 550 725 670 115 246.97£      

PMA1-630S6-1 PMA1-630B6-1 630mm 1PH 900 630 805 750 125 291.19£      

PMA3-710S4-1 - 710mm 3PH 900 710 850 810 130 613.95£      

Part Number
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INSULATION: CLASS F, IP54 

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR 

ENCLOSURE: TOTALLY ENCLOSED

CONNECTION: TERMINAL BOX (LEADS ON REQUEST)

NOTES:  

- COMES WITH FIXING BOLTS

SPEEDS: SINGLE SPEED

TYPE: PSC MOTOR

SUPPLY: SINGLE & THREE PHASE 220-240V, 
380V-420, 50/60 Hz

6 POLE (950RPM), 8 POLE (680RPM)

POLES: 2 POLE (2700RPM), 4 POLE (1350RPM), 

Blade Phase Motor Inlet Plate Plate Price

Sucking Airflow Blowing Airflow Diameter Supply RPM Diameter Width Fixing Holes £

PMA1-350S4-2 PMA1-350B4-2* 350mm 1PH 1380 350 485 435 112.70£      
PMA1-350S6-2* PMA1-350B6-2* 350mm 1PH 920 350 485 435 112.70£      
PMA1-400S4-2 PMA1-400B4-2* 400mm 1PH 1380 400 540 490 124.62£     

 
PMA1-400S6-2* PMA1-400B6-2* 400mm 1PH 920 400 540 490 124.62£      
PMA1-450S4-2 PMA1-450B4-2* 450mm 1PH 1380 450 575 535 150.66£     

 
PMA1-450S6-2* PMA1-450B6-2* 450mm 1PH 920 450 575 535 150.66£      
PMA1-500S4-2 PMA1-500B4-2* 500mm 1PH 1380 500 655 615 220.74£     

 
PMA1-500S6-2* PMA1-500B6-2* 500mm 1PH 920 500 655 615 220.74£     

 
PMA1-550S4-2 PMA1-550B4-2* 550mm 1PH 1380 550 725 670 252.83£     

 
PMA1-550S6-2* PMA1-550B6-2* 550mm 1PH 920 550 725 670 252.83£     

 
PMA1-630S4-2 - 630mm 1PH 1380 630 805 750 297.10£     

 
PMA1-630S6-2* PMA1-630B6-2* 630mm 1PH 930 630 805 750 297.10£     

 PMA1-630S8-2* - 630mm 1PH 680 630 805 750 297.10£     
 

Blade Phase Motor Inlet Plate Plate Price

Sucking Airflow Blowing Airflow Diameter Supply RPM Diameter Width Fixing Holes £

PMA3-350S4-2* PMA3-350B4-2* 350mm 3PH 1380 350 485 435 112.70£     

 PMA3-350S6-2* PMA3-350B6-2* 350mm 3PH 920 350 485 435 112.70£     

 PMA3-400S4-2* PMA3-400B4-2* 400mm 3PH 1380 400 540 490 124.62£     

 
PMA3-400S6-2* PMA3-400B6-2* 400mm 3PH 920 400 540 490 124.62£     

 
PMA3-450S4-2* PMA3-450B4-2* 450mm 3PH 1380 450 575 535 150.66£     

 
PMA3-450S6-2* PMA3-450B6-2* 450mm 3PH 920 450 575 535 150.66£     

 
PMA3-500S4-2* PMA3-500B4-2* 500mm 3PH 1380 500 655 615 220.74£     

 
PMA3-500S6-2* PMA3-500B6-2* 500mm 3PH 920 500 655 615 220.74£     

 
PMA3-550S4-2* PMA3-550B4-2* 550mm 3PH 1380 550 725 670 252.83£     

 
PMA3-550S6-2* PMA3-550B6-2* 550mm 3PH 920 550 725 670 252.83£     

 

PMA3-630S4-2* - 630mm 3PH 1380 630 805 750 297.10£     

 
PMA3-630S6-2* PMA3-630B6-2* 630mm 3PH 930 630 805 750 297.10£     

 
PMA3-630S8-2* - 630mm 3PH 680 630 805 750 297.10£     

 

Part Number

Part Number

Items marked * may not be available from stock and are made to order

Items marked * may not be available from stock and are made to order

THREE PHASE

SINGLE PHASE
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Blade Motor Inlet Plate Plate Inlet Price

Sucking Airflow Blowing Airflow Diameter RPM Diameter Width Fixing Holes Depth £

PMA1-250S2-EC - 250mm 3100 260 310 260 35 165.73£    

PMA1-300S2-EC - 300mm 2650 310 410 355 45 171.42£    

PMA1-350S4-EC - 350mm 1380 360 425 370 60 173.98£    

PMA1-400S2-EC - 400mm 1400 410 480 435 60 279.65£    

PMA1-450S4-EC - 450mm 1380 460 575 535 60 297.46£    

Part Number

NEW

NEW

NEW

NEW

NEW

INSULATION: CLASS B, IP54 

CONNECTION: LEADS 

ENCLOSURE: TOTALLY ENCLOSED

NOTES:  

- COMES WITH ROTARY CONTROLLER  

TYPE: ECM MOTOR

SUPPLY: SINGLE PHASE 220-240V, 50Hz

SPEEDS: VARIABLE

POLES: VARIABLE

PLATE MOUNTED AXIAL FANS 
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Part Blade Phase Motor Inlet Plate Plate Inlet Speed Price

Number Diameter Supply RPM Diameter Width Fixing Holes Depth Controller £

PMS1-250S2-1 250mm 1PH 2500 250 370 320 90 3A 136.12£     
 

PMS1-300S4-1 300mm 1PH 2300 315 430 380 90 3A 144.50£      
PMS1-350S4-1 350mm 1PH 1380 350 485 435 90 3A 155.97£      
PMS1-350S6-1 350mm 1PH 920 350 485 435 90 3A 155.97£      

PMS1-400S4-1 400mm 1PH 1380 400 540 490 110 3A 173.02£      

PMS1-400S6-1 400mm 1PH 920 400 540 490 110 3A 173.02£      

PMS1-450S4-1 450mm 1PH 1360 450 575 535 110 3A 203.49£      

PMS1-500S4-1 500mm 1PH 1300 500 655 615 115 3A 274.26£      

PMS1-550S4-1 550mm 1PH 1300 550 725 670 115 3A 311.64£      

PMS1-630S6-1 630mm 1PH 900 630 805 750 125 3A 370.76£      

Sets include (Axial fan, inside plate, louvre & speed controller) 

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

PLATE MOUNT SET

INSULATION: CLASS F, IP54 

ENCLOSURE: TOTALLY ENCLOSED

POLES: 2 POLE (2700RPM), 4 POLE (1350RPM),

SPEEDS: SPEED CONTROLLER

TYPE: PSC MOTOR

6 POLE (920RPM) 

SUPPLY: SINGLE PHASE 220-240V, 50Hz
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AC RANGE EC RANGE AC EX-NA
ATEX RANGE 

EC ATEX RANGE TOP RANGE

DUCT AC HIGH EFFICIENCY BASIC-U ATEX HIGH EFFICIENCY TXH ATEX

SE RANGE NS RANGE

We are a UK distributor of VIP-FANS in Italy. 
As such we have access to a range of fans 
which sit outside of our own models. 
Below are some examples.

VIP-FANS ITALY

FOR ANY REQUIREMENTS PLEASE CONTACT US.
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CASED AXIAL FANS

The single phase units are capacitor start and run and connections are made through an IP54 terminal box, all 

units have a thermal overload protector.

Casings are available on their own should the Short Cased unit not be long enough for a replacement 

application.

Our range of Short Cased axial blower units are available in both single and three phase supply. They are 

driven by an external rotor motor design with a xed blade. The motors have sealed for life ball bearings and 

have an IP54 ingress protection rating to stop dust and moisture.
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CASED MOUNTED AXIAL FANS

INSULATION: CLASS F 

ENCLOSURE:  TOTALLY ENCLOSED

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

TYPE: PSC MOTOR

SUPPLY: SINGLE & THREE PHASE 230V AND, 
380V-420, 50/60 Hz

SIZE: SHORT CASED AXIAL

POLES: 2 POLE (2700RPM), 4 POLE (1350RPM), 

6 POLE (950RPM), 8 POLE (680RPM)

Blade Motor Casing Inner Flange Fixing Hole Fixing Price

Single Phase Three Phase Diameter RPM Depth Diameter Diameter P.C.D. Holes £

CA1-250S2-1 CA3-250S2-1 250mm 2650 180 250/260 310 285 8x7mm 102.18£     
 

CA1-250S4-1 CA3-250S4-1 250mm 1400 180 250/260 310 285 8x7mm 102.18£     
 

CA1-300S2-1 CA3-300B2-1 300mm 2700 180 315 382 360 8x7mm 111.81£     
 

CA1-300S4-1 CA3-300S4-1 300mm 1380 180 315 382 360 8x7mm 111.81£     
 

CA1-300S6-1 - 300mm 920 180 315 382 360 8x7mm 111.81£     
 

CA1-350S4-1 CA3-350S4-1 350mm 1380 180 350/365 421 395 8x7mm 118.38£     
 

CA1-350S6-1 CA3-350S6-1 350mm 915 180 350/365 421 395 8x7mm 118.38£     
 

CA1-400S4-1 CA3-400S4-1 400mm 1400 190 400/415 475 437 12x9mm 130.28£     
 

CA1-400S6-1 CA3-400S6-1 400mm 920 190 400/415 475 437 12x9mm 130.28£     
 

CA1-450S4-1 CA3-450S4-1 450mm 1380 190 450/465 525 489 12x9mm 156.30£     
 

CA1-450S6-1 CA3-450S6-1 450mm 920 190 450/465 525 489 12x9mm 156.30£     
 

CA1-500S4-1 CA3-500S4-1 500mm 1400 250 500/515 570 542 12x9mm 226.26£     
 

CA1-500S6-1 CA3-500S6-1 500mm 925 250 500/515 570 542 12x9mm 226.26£     
 

CA1-550S4-1 CA3-550B4-1 550mm 1300 250 560/565 635 606 12x9mm 258.31£     
 

CA1-550S6-1 CA3-550S6-1 550mm 925 250 560/565 635 606 12x9mm 258.31£     
 

CA1-630S4-1 - 630mm 1410 250 630/645 705 675 12x9mm 302.53£     
 

CA1-630S6-1 CA3-630S6-1 630mm 930 250 630/645 705 675 12x9mm 302.53£     
 

CA1-630S8-1 CA3-630S8-1 630mm 680 250 630/645 705 675 12x9mm 302.53£     
 

Terminal box can be fitted onto side for £10

Lead versions available in certain models

Part Number
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EC CASED AXIAL

Part Blade Motor Casing Inner Flange Fixing Hole Fixing Price

Number Diameter RPM Depth Diameter Diameter P.C.D. Holes £

CAEC1-250S2-1 250mm 3100 180 250/260 310 285 8x7mm 168.50£      

CAEC1-300S2-1 300mm 1800 180 315 382 360 8x7mm 179.74£      

CAEC1-350S2-1 350mm 1750 180 350/365 421 395 8x7mm 192.03£      

CAEC1-400S2-1 400mm 1690 190 400/415 475 437 12x9mm 287.41£     
 

CAEC1-450S4-1 450mm 1310 190 450/465 525 489 12x9mm 304.45£     
 

NEW

NEW

NEW

NEW

NEW

INSULATION: CLASS F 

ENCLOSURE:  TOTALLY ENCLOSED

TEMPERATURE RATING: -30°C TO +60°C

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

POLES: 2 POLE (2700RPM), 4 POLE (1350RPM), 

6 POLE (950RPM), 8 POLE (680RPM)

SIZE: SHORT CASED AXIAL

SPEEDS: SINGLE SPEED

SUPPLY: SINGLE  230V, 50/60 Hz

TYPE: ECM MOTOR
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MAN COOLERS / EXTRACTION FANS

RUBBER FEET

LOW WEIGHT DIE-CAST ALUMINIUM ALLOY

PROTECTION GUARDS

DUCTWORK

Atex verions made to order

MAN COOLERS/EXTRACTION FANS

MAN COOLERS/EXTRACTION FANS

NEW

NEW

NEW

NEW

NEW

Part Blade Motor pressure Airflow Motor Price

Number Diameter RPM pa m3/h Power Length Width Height £

MC1-200-2P 200 2900 250 1500 0.15kW 340 230 330 128.94£      

MC1-250-2P 250 2900 300 2700 0.35kW 350 280 350 139.44£      

MC1-300-2P 300 2900 350 3720 0.55kW 350 350 370 146.89£      

MC1-400-2P 400 2900 400 11000 1.5kW 540 430 460 230.79£      

MC1-450-2P 450 2900 410 12500 1.8kW 560 500 512 322.14£      

Fan Dimensions

Part Price

Number Diameter Length £

MCD200 200 5m 52.29£      

MCD250 250 5m 61.74£      

MCD300 300 5m 65.94£      

MCD400 400 5m 79.59£      

MCD450 450 5m 111.09£    

Duct Dimensions

NEW

NEW

NEW

NEW

NEW
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DESTRATIFICATION FANS

Part Blade Motor Airflow Motor Fan Chain Price

Number Diameter RPM m3/h Power Depth Length £

DS1-250B4-1 250mm 1400 1100 67W 180 350 170.12£     

DS1-300B4-1 300mm 1380 1810 90W 180 350 179.75£     

DS1-350B4-1 350mm 1380 3150 140W 180 350 186.31£    
 

DS1-400B4-1 400mm 1400 4235 195W 190 350 198.22£    
 

DS1-450B4-1 450mm 1380 5580 240W 190 350 224.24£    
 

DS1-500B4-1 500mm 1400 7620 380W 250 350 294.20£    
 

DS1-550B4-1 550mm 1300 10600 550W 250 350 326.25£    
 

DS1-630S6-1 630mm 930 12000 540W 250 350 370.46£    
 

*Thermostat included as standard

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

INSULATION: CLASS F 

  BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE:  TOTALLY ENCLOSED

POLES: 2 POLE (2700RPM), 4 POLE (1350RPM), 

6 POLE (950RPM), 8 POLE (680RPM)

SPEEDS: SINGLE SPEED

SUPPLY: SINGLE 230V, 50/60 Hz

TYPE: PSC MOTOR

Part Blade Motor Airflow Motor Price

Number Diameter RPM m3/h Power £

DS1V-450B6-1 450mm 642 3305 60W £ call

DS1V-600B6-1 600mm 751 7800 240W £ call

DS1V-710B6-1 710mm 858 12200 750W £ call

* above models are -15 to +60 deg

NEW

NEW

NEW
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BACKWARD & FORWARD CURVED FANS

Forward curved fans work differently from backward curved fans as they can only be used effectively with the 

use of a scroll. There is a high kinetic energy in the air stream that can only be converted to useful static pressure 

by the use of a scroll. The best performance is always achieved when the optimum point is found; this varies 

depending on if the blade is narrow or wide. Along with scrolls an inlet ring should be used to further improve the 

effectiveness of the unit, without an inlet ring a reduction of 6% is generally expected in performance.

We stock just a solitary forward curved fan on its own the rest of our forward curved fans come as complete 

blowers and can be found in the “Blower units” section. 

The general sizes range from 133mm diameter up to 400mm. The motors are either two or four pole and 

normally are 230V however 110V and DC versions are also available (quantity dependant). 

Our range of backward curved centrifugal fan units are efcient, robust quiet and driven by compact external 

rotor motors. The units themselves are made from a centrally located motor tted to either a plastic or metal 

centrifugal blade; there are a small number of long blades which are designed to push the air outwards which is 

the opposite purpose of a forward curved fan (FCI range). These units are often found in situations where a high 

pressure can be formed and the enclosure allows the air to be released in any direction.
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FORWARD CURVED FANS

INSULATION: CLASS B, IP54  

ENCLOSURE:  TOTALLY ENCLOSED

  
BEARINGS: SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

CONNECTIONS: FLYING LEAD (1500MM)

SPEEDS: SINGLE SPEED

TYPE: PSC MOTOR

SUPPLY: 
 

SINGLE PHASE 220V, 50Hz

POLES: 2 POLE (2550RPM), 4 POLE (1350RPM)

Part Phase Input Rotation Capacitor Number Motor Wheel Wheel Overall Price

Number Supply Power Value of Speeds RPM Diameter Height Height £

FCI-2-120/62-1 1PH 230V 85W CW 3 1 2170 120 62 89 101.80£  

FCI-2-133/73-1 1PH 230V 130W CW 3 1 2550 133 73 89 43.72£    

FCI-2-140/59-1 1PH 230V 200W CW 4 1 2250 140 59 89 114.33£  

FCI-4-160/52-S1 1PH 230V 118W ACW 3 2 1345 160 52 65 118.26£  
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BACKWARD CURVED FANS

INSULATION: CLASS B, IP54  

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

 
BEARINGS:

 
 SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

ENCLOSURE:  TOTALLY ENCLOSED

CONNECTIONS: FLYING LEAD (1500MM)

TYPE: SHADED POLE & PSC MOTOR

SUPPLY: 
 

SINGLE & THREE PHASE 220-240V, 

380-420V, 50/60Hz

SPEEDS: SINGLE SPEED

POLES: 2 POLE (2550RPM)

Part Phase Input Amps Capacitor RPM Lead Price

Number Supply Power Length £

BPI-2-133/60-1 1PH 230V 33W 0.2 - 2550 1400mm 46.16£    

Part Phase Input Amps Capacitor RPM Lead Price

Number Supply Power Length £

BPI-2-175/62-1 1PH 230V 61W 0.39 - 2350 1400mm 54.46£    

 

Part Phase Input Amps Capacitor RPM Lead Price

Number Supply Power Length £

BPI-2-190/62-1 1PH 230V 64W 0.3 2 2550 1400mm 64.80£    

BPI-2-190/62-3PH 3PH 380V 60W 0.2 - 2500 1400mm 64.80£    

190MM BLADE DIAMETER

133MM BLADE DIAMETER

175MM BLADE DIAMETER
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BACKWARD CURVED FANS

INSULATION: CLASS B, IP54  

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

ENCLOSURE:  TOTALLY ENCLOSED

CONNECTIONS: FLYING LEAD

 
BEARINGS:

 
 SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

SUPPLY: 
 

SINGLE & THREE PHASE 220-240V, 

POLES: 2 POLE (2550RPM), 4 POLE (1400RPM) 

TYPE: PSC MOTOR

380-420V, 50/60Hz

SPEEDS: SINGLE SPEED

Part Phase Input Amps Capacitor RPM Overall Outlet Wheel Lead Price

Number Supply Power Height Height Height Length £

BPI-2-220/64-1 1PH 230V 80W 0.4 3 2560 84 44 64 1400 66.36£    

BPI-2-220/64-2 1PH 230V 115W 0.5 3 2600 71 44 65 670 66.36£    

BPI-2-220/64-3PH 3PH 380V 100W 0.22 - 2700 84 44 64 1400 66.36£    

220MM BLADE DIAMETER

Part Phase Input Amps Capacitor RPM Overall Outlet Wheel Inlet Lead Price

Number Supply Power Height Height Height Diameter Length £

BPI-2-225/88-1 1PH 230V 120W 0.57 4 2350 102 63 88 153 1500 69.31£    
BPI-2-225/88-2 1PH 230V 175W 0.76 5 2492 99 63 90 161 1400 69.31£   

 
BPI-2-225/88-3PH 3PH 380V 120W 0.23 - 2700 99 63 90 161 1400 69.31£   

 
BPI-4-225/88-1 1PH 230V 44W 0.24 2 1420 99 63 90 161 1400 69.31£   

 
BPI-4-225/88-3PH 3PH 380V 42W 0.21 - 1420 99 63 90 161 1400 69.31£   

 

225MM BLADE DIAMETER

 

Part Phase Input Amps Capacitor RPM Overall Outlet Wheel Lead Price

Number Supply Power Height Height Height Length £

BPI-2-250/86-DC24V 1PH 24V 105W 2.2 - 2600 95 48 77 1000 85.06£    

BPI-2-250/74-1* 1PH 230V 179W 0.78 5 2424 89 46 74 1400 85.06£    

BPI-2-250/86-1 1PH 230V 150W 0.65 6 2500 106 57 86 1400 85.06£    

BPI-2-250/86-3PH 3PH 380V 160W 0.37 - 2600 99 56 86 1400 85.06£    

BPI-4-250/74-1* 1PH 230V 54W 0.24 2 1400 89 46 74 1400 85.06£    

BPI-4-250/86-1 1PH 230V 50W 0.24 2 1400 99 56 86 1400 85.06£    

BPI-4-250/86-3PH 3PH 380V 50W 0.2 - 1400 99 56 86 1400 85.06£    

Items marked * not available from stock

250MM BLADE DIAMETER
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BACKWARD CURVED FANS

INSULATION: CLASS B, IP54  

ENCLOSURE:  TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

 
BEARINGS:

 
 SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -30°C TO +60°C

CONNECTIONS: FLYING LEAD

POLES: 2 POLE (2550RPM), 4 POLE (1400RPM),

SUPPLY: 
 

SINGLE & THREE PHASE 220-240V, 

SPEEDS: SINGLE SPEED

6 POLE (900 RPM) 

TYPE: PSC MOTOR

380-420V, 50/60Hz

 

280MM BLADE DIAMETER

Part Phase Input Amps Capacitor Motor Lead Price

Number Supply Power (A) Value RPM Length £

BPI-4-315/140-1 1PH 230V 130W 1.16A 8 1300 1000 101.02£  

BPI-4-315/140-3PH 3PH 380V 156W 0.35 - 1359 1000 101.20£  

BPI-6-315/140-1* 1PH 230V 78W 0.35 4 928 1000 101.20£  

BPI-6-315/140-3PH* 3PH 380V 80W 0.25 - 937 1000 101.20£  

Items marked * may not be available from stock

315MM BLADE DIAMETER

Part Phase Input Amps Capacitor Motor Lead Price

Number Supply Power (A) Value RPM Length £

BPI-4-355/147-1 1PH 230V 180W 0.85 6 1440 1000 110.74£  

BPI-4-355/148-3PH 3PH 380V 240W 0.55 - 1380 1000 110.74£  

BPI-6-355/148-1* 1PH 230V 93W 0.42 4 858 1000 110.74£  

BPI-6-355/148-3PH* 3PH 380V 105W 0.27 - 912 1000 110.74£  

Items marked * may not be available from stock

355MM BLADE DIAMETER

Part Phase Input Amps Capacitor Motor Overall Lead Price

Number Supply Power (A) Value RPM Height Length £

BPI-2-280/80-1 1PH 230V 298W 1.35 8 2213 93 1500 94.74£     
BPI-2-280/80-3PH 3PH 380V 220W 0.4 - 2500 93 1400 94.74£     
BPI-4-280/80-1 1PH 230V 74W 0.4 3 1387 93 1400 94.74£     
BPI-4-280/80-3PH 3PH 380V 85W 0.3 - 1400 93 1400 94.74£     
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BACKWARD CURVED FANS

 

INSULATION: CLASS B, IP54  

ENCLOSURE:  TOTALLY ENCLOSED

TEMPERATURE RATING: -30°C TO +60°C

CONNECTIONS: FLYING LEAD

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

 
BEARINGS:

 
 SEALED FOR LIFE BALL BEARINGS

TYPE: PSC MOTOR

380-420V, 50/60Hz

SPEEDS: SINGLE SPEED

SUPPLY: 
 

SINGLE & THREE PHASE 220-240V, 

POLES: 4 POLE (1400RPM), 6 POLE (950 RPM) 

450MM BLADE DIAMETER

Part Phase Input Rotation Amps Capacitor RPM Lead Price

Number Supply Power Length £

BPI-4-450/210-1* 1PH 230V 878W - 3.82 20 1374 1400 TBC

BPI-4-450/210-3PH* 3PH 380V 883W - 1.72 - 1381 1400 TBC

BPI-6-450/210-1 1PH 230V 307W CW 1.35 12 925 1400 181.56£ 
 

BPI-6-450/210-3PH* 3PH 380V 309W - 0.73 - 928 1400 TBC

Items marked * may not be available from stock

Items marked * may not be available from stock

400MM BLADE DIAMETER

Part Phase Input Rotation Amps Capacitor RPM Overall Outlet Wheel Lead Price

Number Supply Power Height Height Height Length £

BPI-4-400/142-3PH* 3PH 380V 350W - 0.67 - 1292 165 91 142 1400 TBC

BPI-4-400/142-1 1PH 230V 260W CW 1.13 8 1380 165 91 142 1400 119.66£  
BPI-4-400/188-1 1PH 230V 494W ACW 2.25 16 1383 218 140 188 1400 143.29£  
BPI-4-400/188-3PH* 3PH 380V 485W - 1.1 - 1399 218 140 188 1400 TBC

BPI-6-400/188-1 1PH 230V 164W ACW 0.75 8 923 218 140 188 1400 TBC

BPI-6-400/188-3PH* 3PH 380V 177W - 0.52 - 939 218 140 188 1400 TBC

Items marked * may not be available from stock

Part Phase Input Amps Capacitor RPM Lead Price

Number Supply Power Length £

BPI-4-500/233-3PH* 3PH 380V 1672W 3.3 - 1672 1400 TBC

BPI-6-500/233-1* 1PH 230V 512W 2.3 20 909 1400 TBC

BPI-6-500/233-3PH* 3PH 380V 586W 1.6 - 946 1400 TBC

500MM BLADE DIAMETER

230

141
210

4
8
6

3
0
0

102
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BACKWARD CURVED FANS

 

INSULATION: CLASS B, IP54  

ENCLOSURE:  TOTALLY ENCLOSED

 
BEARINGS:

 
 SEALED FOR LIFE BALL BEARINGS

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

CONNECTIONS: FLYING LEAD

TEMPERATURE RATING: -30°C TO +60°CSPEEDS: SINGLE SPEED

TYPE: PSC MOTOR

SUPPLY: 
 

THREE PHASE 220-240V, 380-420V, 

50/60Hz

POLES: 4 POLE (1400RPM), 6 POLE (900 RPM) 

560MM BLADE DIAMETER

Part Phase Input Amps Capacitor RPM Lead Price

Number Supply Power Length £

BPI-4-560/259-3PH* 3PH 380V 2400W 5 - 1370 1400 TBC

BPI-6-560/259-3PH* 3PH 380V 913W 1.93 - 913 1400 TBC

Items marked * may not be available from stock

630MM BLADE DIAMETER

Part Phase Input Amps Capacitor RPM Lead Price

Number Supply Power Length £

BPI-4-630/288-3PH* 3PH 380V 4320W 7.6 - 1310 1400 TBC

TBCBPI-6-630/288-3PH* 3PH 380V 1455W 3.39 - 894 1400

Items marked * may not be available from stock
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EC BACKWARD CURVED FANS

 

INSULATION: CLASS B, IP44  

ENCLOSURE:  TOTALLY ENCLOSED

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

 
BEARINGS:

 
 SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -25°C TO +60°C

CONNECTIONS: FLYING LEAD

SUPPLY: 
 

SINGLE PHASE 220-240V, 50/60Hz

SPEEDS: SINGLE SPEED

TYPE: EC (ENERGY SAVING)

POLES: VARIABLE

Part Input Max Air Flow Overall Outlet Wheel Wheel Fixing Lead Price

Number Power RPM m3/h Height Height Height Diameter PCD Length £

BPI-EC-133/61 43W 4480 430 110 41 61 133 58/105 500 77.11£    

BPI-EC-175/62 78W 4070 720 95 42 62 175 58/105 500 79.31£    

BPI-EC-190/63 71W 3320 750 95 45 63 190 58/105 500 81.49£    

BPI-EC-220/64* 62W 2700 960 97 44 64 220 58/105 500 83.18£    
BPI-EC-225/90* 139W 3010 1270 130 62.5 90 225 58/105 500 85.16£    
BPI-EC-250/74* 139W 2760 1300 125 45 73.5 250 58/79/90/125 500 104.98£  

BPI-EC-280/112* 130W 1910 2020 157.5 80 112 280 58/79/90/125 600 TBC

BPI-EC-310/108* 134W 1865 2250 152.5 70 108 310 58/79/90/125 600 TBC

BPI-EC-310/108-1* 510W 2600 3000 168 70 108 310 100/164 600 TBC

BPI-EC-310/139* 162W 1720 2580 186.5 100 139 280 58/79/90/125 600 TBC

BPI-EC-310/139-1* 500W 2300 3400 198 100 139 280 100/164 600 TBC

BPI-EC-355/147* 440W 1950 3600 206 96 146 355 100/115/164 600 TBC

BPI-EC-355/171* 420W 1750 3700 230 120 171 355 100/115/164 600 TBC

BPI-EC-400/141* 390W 1500 3500 205 90 141 400 100/115/164 600 TBC

BPI-EC-400/164* 420W 1500 3800 228 113 163 400 100/115/164 600 TBC

Items marked * may not be available from stock
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IN-LINE DUCT/CO-AXIAL PIPE FANS/MIXED FLOW/STOVE FANS

 

Along with our popular in-line duct fans we also offer a range of mixed ow fans which are commonly found in 

domestic and commercial ventilation and extract systems. They range in diameter from 100mm up to 150mm in 

two speed and with or without a timer function. These units can operate either horizontally or vertically and can 

be mounted in line with another 

unit to increase performance. 

In-line duct fans are powered by backward curved motorized impellers; the blades are designed for high airow 

whilst generating low noise levels and a low running cost. They are used in ducted ventilation systems for 

industrial, commercial, horticultural and electronic ventilation. 

Our in-line duct fans (also known as co-axial pipe fans) are available with industry standard spigot sizes ranging 

from 100mm up to 315mm all with metal casings. 

Our new smart technology “Heat powered” fan increases the output of a wood burning stove by means of a bi-

metallic strip which, through heat transfer from the stove itself, generates its own power, thus circulating the air 

around the room.
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IN-LINE DUCT/CO-AXIAL PIPE FANS

 

INSULATION: CLASS B, IP44  

 
BEARINGS:

 
 SEALED FOR LIFE BALL BEARINGS

NOTES: GALVANISED STEEL CASING/THERMOPLASTIC

TEMPERATURE RATING: -40°C TO +60°C

RATING: CONTINUOUSLY RATED AIR OVER MOTOR

ENCLOSURE:  TOTALLY ENCLOSED

POLES: 2 POLE (2500RPM)

SPEEDS: SINGLE SPEED

TYPE: PERMANENT SPLIT CAPACITOR (PSC)

SUPPLY: 
 

SINGLE PHASE 230V, 50Hz

Part Casing Input Speed Static Air Unit

Number Material Power (W) (RPM) Pressure (Pa) Volume (m³/h) A B C D Price £

ILDF2-100 Metal 62W 2360 350 290 194 23 243 100 69.27£      
ILDF2-100P Plastic 60W 2550 300 300 204 25 237 100 69.27£      
ILDF2-125 Metal 66W 2260 310 405 195 27 243 125 72.57£      
ILDF2-125P* Plastic 61W 2550 330 380 193 25 237 125 72.57£      
ILDF2-150 Metal 95W 2480 338 720 222 28 333 150 76.06£      
ILDF2-150P Plastic 100W 2550 355 630 195 25 278 150 76.06£     

 
ILDF2-160 Metal 125W 2410 360 755 222 28 333 160 79.22£     

 
ILDF2-160P* Plastic 105W 2550 380 680 195 25 278 160 79.22£     

 
ILDF2-200 Metal 138W 2590 610 1000 223 25 333 200 99.52£     

 
ILDF2-200P Plastic 150W 2550 430 1000 255 25 333 200 99.52£     

 
ILDF2-250 Metal 164W 2390 588 1105 206 27 333 250 117.48£   

 
ILDF2-250P* Plastic 158W 2550 490 1100 255 29 333 250 117.48£   

 
ILDF2-315 Metal 225W 2400 704 1875 230 25 401 315 140.34£   

 
ILDF2-315P* Plastic 220W 2550 710 1700 265 30 402 315 140.34£   

 

Items marked * may not be available from stock

Dimensions (mm)

METAL PLASTIC
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MIXED FLOW FANS

 

NOTES: TIMER & PLUG OPTIONS AVAILABLE

ENCLOSURE:  TOTALLY ENCLOSED

 
BEARINGS:

 
 SEALED FOR LIFE BALL BEARINGS

TEMPERATURE RATING: -20°C TO +60°C

NOTES: QUICK RELEASE CLAMPS FOR EASY REPLACEMENT

SUPPLY: 
 

SINGLE PHASE 230V, 50Hz

SPEEDS: TWO SPEED

POLES: 2 POLE (2500RPM)

TYPE: PERMANENT SPLIT CAPACITOR (PSC)

INSULATION: CLASS B, IP42  

Part Motor Number Timer Static Air Lead Unit

Number Power of Speeds Function? Pressure (Pa) Volume (m³/h) A B C D E Connection Price £

MFF2-100-2V 26W 2 No 156 198 97 246 166 45 78 Terminal Box 34.01£      

MFF2-100-2VP 26W 2 No 156 198 97 246 166 45 78 Lead & plug 35.14£      

MFF2-100-2VT 26W 2 Yes 156 198 97 26 166 45 78 Terminal Box 38.55£      

MFF2-125-2V 35W 2 No 159 284 125 198 153 45 78 Terminal Box 51.02£      

MFF2-125-2VT 35W 2 Yes 159 284 125 198 153 45 78 Terminal Box 53.29£      

MFF2-150-2VT 54W 2 Yes 300 530 150 320 200 80 60 Terminal Box 68.03£      

Dimensions (mm)
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SILENT MIXED FLOW

 

Part Motor Number Timer Static Air Lead Unit

Number Power of Speeds Function? Pressure (Pa) Volume (m³/h) A B C D E F G Connection Price £

SMFF2-100/125-2P 33W 2 No 159 284 462 330 248 123 82 204 225 Lead & plug 96.39£      

SMFF2-150-2P 50W 2 No 300 530 488 352 251 148 95 220 243 Lead & plug 119.63£   

SMFF2-200-2P 128W 2 No 352 840 567 436 339 198 128 262 301 Lead & plug 134.08£   

Dimensions (mm)

ENCLOSURE:  TOTALLY ENCLOSED

 
BEARINGS:

 
 SEALED FOR LIFE BALL BEARINGS

NOTES: MADE WITH SOUND ABSORBENT MATERIALS 

SPEEDS: TWO SPEED

TYPE: PERMANENT SPLIT CAPACITOR (PSC)

SUPPLY: 
 

SINGLE PHASE 230V, 50Hz

POLES: 2 POLE (2500RPM)

INSULATION: CLASS B, IP44  
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STOVE FANS

 

TYPE: HEAT POWERED

ANODIZED ALUMINIUM BLADE

FAST STARTING TEMPERATURE: 50°C

TEMPERATURE RATING: 85°C TO 350°C

PROTECTION: INBUILT TO STOP OVERHEATING

INDIVIDUALLY BOXED

CHOICE OF BLADE COLOUR 

Part Fan Overall Unit Base Plate Number Blade Weight Unit

Number "Type" Height Width Width of Blades Colour (g) Price £

PS-MSF3 Mini 125 125 150 3 Black 607 56.25£      

PS-MSF3-G Mini 125 125 150 3 Gold 607 56.25£      

PS-MSF3-N Mini 125 125 150 3 Nickel 607 56.25£      

PS-DMSF3 Double Mini 125 250 150 3 x 2 Black 1240 69.38£      

PS-DMSF3-G Double Mini 125 250 150 3 x 2 Gold 1240 69.38£      

PS-DMSF3-N Double Mini 125 250 150 3 x 2 Nickel 1240 69.38£      

PS-SF2 Standard 230 205 120 2 Black 725 48.69£      

PS-SF2-G Standard 230 205 120 2 Gold 725 48.69£      

PS-SF2-N Standard 230 205 120 2 Nickel 725 48.69£      

PS-SF4 Standard 230 205 120 4 Black 725 48.69£      

PS-SF4-G Standard 230 205 120 4 Gold 725 48.69£      

PSD-SF4-N Standard 230 205 120 4 Nickel 725 48.69£      


