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Introduction - Guard Mounted Axial Fans
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This catalogue illustrates our complete range of guard mounted axial fans
driven by external rotor motors. Our product range encompasses all popular
sizes from 175mm to 900mm blade diameter. Please refer to the separate
stock list and tariff for details of model availability and current prices.

Single phase (220V/50Hz) and three phase (380V/50Hz) fans are available with
sucking or blowing airflow and terminal box fitted as standard; or double insulated
three core cable as an option. Single phase models are supplied with a capacitor
inside the terminal box. Fans use high quality ball bearings for a maintenance free
long life, operating within the ambient temperature range - 40’c to + 60’c. The
external rotor motor body is rated to IP44 or IP54 depending on the model.

Fans can be used in any position with the fan blade horizontal, vertical or at any angle.
All single and three phase fans with the same diameter and number of poles have the
same output power, as measured with both fan inlet and outlet unrestricted. In the
same conditions the temperature rise of the motor is controlled to 50’c, rising to a
maximum 70’c under full load. The motor insulation is Class B as standard, although we
can offer higher insulation ratings to class F and class H if necessary.

For lower temperature applications, high humidity or wet environments, we can offer a range of
special fan models which are engineered and treated to operate in such demanding conditions.

Pole Star guard mounted axial fans are quiet in operation, reliable and very efficient.
They offer very compact dimensions to fit most heating, ventilation, air conditioning
and refrigeration applications including unit heaters, coolers, condensers, chillers,
etc. Our basket wire guard protects the fan blade and mounts on four equi-spaced
lugs to offer direct interchangeability with most other makes. Our range of ex-stock
fans includes sizes commonly used by Service Engineers for replacement.

Pole Star supplies OEM companies with motors, axial and centrifugal fans, blowers, wire guards
and other components. Parts are stocked to order in large quantities and delivered to
customers on demand with delivery within days. Industries supplied by us include heating,
ventilation, air conditioning and refrigeration together with many wholesalers and distributors.
Call our office if you would like more information - airflow / performance curves, samples,
prices, etc.

ORDER HOTLINE

tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com




Parts Codes - GMA Range
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ﬂ Introduction
Pole Star part numbers are descriptive. A breakdown of our code is shown below.
rpartnu rs ar: riptiv [{ Wi ur | wn W. n Parts codes

Example: GMA1-50084-1 n 175mm fan

Il 200/225mm fan

[a] [m] [a] [][-] [so0] [s] [-1[x] I 250mmfan

-—‘ - 300mm fan
m n 315mm fan
Asynchronous Motor n 330mm fan
External Rotor Type m 350mm fan
2 3s0mmfan

—— m 400mm fan

3. Throe Phase. EE] 420mm fan

[Fan Blade Diameter]i m 500mm fan

P — 8 550mm fan
Airflow Direction
S - Sucking 600mm fan
B - Blowing
See illustration m 630mm fan
for guidance m 710 f
mm fan

EZ) soomm fan
m 900mm fan

Unique Identifi .
-:::iuees v;:i:):lel:umber E plate mountmgs
E units of airflow

Fan- Motor Electrical Supply
Single Phase - 220V / 50Hz
Three Phase - 380V / 50Hz

ORDER HOTLINE

tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com




175mm Axial Fan
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Single Phase = 220V/50Hz

Three Phase = 380V/50Hz Pa
100
920
80
70
2P
60 /
50
40
]
30
20
10
0 100 200 300 400 500 m3/h
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM Watts Amps uF/MFD dB(A) KG
GMA1-175S-1 175 1 Sucking 220 50 2600 27 0.15 1.5 63 1.30
GMA1-175B-1 175 1 Blowing 220 50 2600 27 0.15 1.5 63 1.30
GMA1-175S-2 175 1 Sucking 220 50 2410 50 0.30 S Pole 62 1.30

GMA1-175B-2 175 1 Blowing 220 50 2410 50 0.30 S Pole 62 1.30

ORDER HOTLINE
tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



200/225mm Axial Fan
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Supply:
Single Phase = 220V/50Hz 200
Three Phase = 380V/50Hz
150
100 2p
4
75
50
/4P
25
200mm 0 100 200 300 400 600 800 2000 M3/h
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM Watts Amps uF/MFD dB(A) KG
GMA1-200S-1 200 1 Sucking 220 50 2500 55 0.24 1.5 6 2.30
GMA1-200B-1 200 1 Blowing 220 50 2500 35 0.24 {15! 6 2.30
GMA3-200S-1 200 3 Sucking 380 50 2500 65 0.18 None 66 2.30
GMA3-200B-1 200 5] Blowing 380 50 2500 65 0.18 None 66 2.30
GMA1-200S-2 200 1 Sucking 220 50 1410 30 0.20 1.5 53 2.30
GMA1-200B-2 200 1 Blowing 220 50 1410 30 0.20 1.5 53 2.30
GMA3-200S-2 200 3 Sucking 380 50 1450 30 0.15 None 53 2.30
GMA3-200B-2 200 3 Blowing 380 50 1450 30 0.15 None 53 2.30
225mm
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM Watts Amps uF/MFD dB(A) KG
GMA1-2255-1 225 1 Sucking 220 50 2558 137 0.65 4 6 2.80
GMA1-225B-1 225 1 Blowing 220 50 2558 137 0.65 4 6 2.80

ORDER HOTLINE

tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



250mm Axial Fan
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Supply: Pa 200
Single Phase = 220V/50Hz
Three Phase = 380V/50Hz 180
160
140
120
100 7P
/
80
60 4B
7
40
20
400 800 1200 1600 2000 M3/h
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM Watts Amps uF/MFD dB(A) KG
GMA1-250S-2 250 1 Sucking 220 50 2550 120 0.57 4 68 2.80
GMA1-250B-1 250 1 Blowing 220 50 2550 120 0.57 4 68 2.80
GMA1-250S-3 250 1 Sucking 220 50 2450 100 0.51 4 68 2.80
GMA1-250B-3 250 1 Blowing 220 50 2450 100 0.51 4 68 2.80
GMA3-250S-1 250 3 Sucking 380 50 2450 95 0.23 None 68 2.80
GMA3-250B-1 250 B3 Blowing 380 50 2450 95 0.23 None 68 2.80
GMA1-250S-1 250 1 Sucking 220 50 1400 55 0.24 2 54 2.80
GMA1-250B-2 250 1 Blowing 220 50 1400 55 0.24 2 54 2.80
GMA3-250S-2 250 3 Sucking 380 50 1400 55 0.18 None 54 2.80
GMA3-250B-2 250 3 Blowing 380 50 1400 55 0.18 None 54 2.80

ORDER HOTLINE
tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



300mm Axial Fan

Supply: Pa 250
Single Phase = 220V/50Hz

Three Phase = 380V/50Hz
200

150

100

300 600 900 1200 1800 2400 2700 m3/h

Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number IE] Direction Volts Hertz RPM Watts Amps uF/MFD dB(A) KG
GMA1-300S-3 300 1 Sucking 220 50 2600 165 0.75 6 70 3.00
GMA1-300B-3 300 1 Blowing 220 50 2600 165 0.75 6 70 3.00
GMA1-300S-4 300 1 Sucking 220 50 2500 150 0.75 5 70 3.00
GMA1-300B-4 300 1 Blowing 220 50 2500 150 0.75 5 70 3.00
GMA3-300S-2 300 3 Sucking 380 50 2500 150 0.50 None 70 3.00
GMA3-300B-2 300 3 Blowing 380 50 2500 150 0.50 None 70 3.00
GMA1-300S-1 300 1 Sucking 220 50 1380 90 0.43 3 59 3.00
GMA1-300B-1 300 1 Blowing 220 50 1380 90 0.43 3 59 3.00
GMA3-300S-1 300 3 Sucking 380 50 1380 90 0.29 None 59 3.00
GMA3-300BH4-1 300 B Blowing 380 50 1380 90 0.29 None 59 3.00
GMA1-300S-2 300 1 Sucking 220 50 920 60 0.29 2 55 3.00
GMA1-300B-2 300 1 Blowing 220 50 920 60 0.29 2 55 3.00

ORDER HOTLINE

tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



315mm Axial Fan
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Supply:
Single Phase = 220V/50Hz Pa
Three Phase = 380V/50Hz
200
150
AP
100
6P
50 z
100 400 600 800 1000 1200 1400 1600 1800 2000 2200 2400 m3/h
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM Watts Amps uF/MFD  dB(A) (€]
GMA1-315S-1 315 1 Sucking 220 50 1380 90 0.43 3 60 3.00
GMA1-315B-1 315 1 Blowing 220 50 1380 90 0.43 3 60 3.00
GMA3-315S-3 315 3 Sucking 380 50 1380 90 0.30 None 60 3.00
GMA3-315B-3 315 3 Blowing 380 50 1380 90 0.30 None 60 3.00

GMA1-315S-2 315 1 Sucking 220 50 920 60 0.29 2 56 3.00

GMA1-315B-2 315 1 Blowing 220 50 920 60 0.29 2 56 3.00

ORDER HOTLINE

tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



330mm Axial Fan
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Supply: Pa
Single Phase = 220V/50Hz

Three Phase = 380V/50Hz 200
150
100
6P 48
/ v
50

1200 1400 1600 1800 2000 2200 2400 2600 2800 3000 M3/h

Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM  Watts Amps uF/MFD  dB(A) (c]
GMA1-330S-2 330 1 Sucking 220 50 1370 110 0.52 4 62 4.00
GMA1-330B-1 330 1 Blowing 220 50 1370 110 0.52 4 62 4.00
GMA3-330B-5 330 3 Blowing 380 50 1370 110 0.32 None (7 4.00
GMA1-330S4 330 1 Sucking 220 50 910 68 0.34 3 56 4.00
GMA1-330B-3 330 1 Blowing 220 50 910 68 0.34 3 56 4.00

GMA1-330S-1 330 1 Sucking 220 50 910 70 0.33 2 58 3.80

ORDER HOTLINE

tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



350mm Axial Fan
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Supply: Pa
Single Phase = 220V/50Hz
Three Phase = 380V/50Hz 200
160
120 P
/
80
60
6P
40 &
20
300 600 900 1200 1800 2400 3000 m3/h
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM Watts Amps uF/MFD  dB(A) KG
GMA1-350S-1 350 1 Sucking 220 50 1380 150 0.70 4 (L] 5.00
GMA1-350B1 350 1 Blowing 220 50 1380 150 0.70 4 64 5.00
GMA3-350S-3 350 3 Sucking 380 50 1380 150 0.37 None 64 5.00
GMA3-350B-3 350 3 Blowing 380 50 1380 150 0.37 None 64 5.00
GMA1-350S-2 350 1 Sucking 220 50 915 90 0.45 4 57 5.00
GMA1-350B-2 350 1 Blowing 220 50 915 920 0.45 4 57 5.00
GMA3-350S-1 350 3 Sucking 380 50 915 90 0.29 None 57 5.00

GMA3-350B-1 350 3 Blowing 380 50 915 90 0.29 None 57 5.00

ORDER HOTLINE
tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



380mm Axial Fan
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Supply: Pa
Single Phase = 220V/50Hz
Three Phase = 380V/50Hz 150
130
)
4P-3PH
VA
90 4P-1PH 7
70
ya
6P-1PH 6P-3PH
50 7
30
10
m3/h
200 600 1000 1400 1800 2200 2600 3000 3100 3800 4200
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM Watts Amps uF/MFD  dB(A) L (¢]
GMA1-380S-1 380 1 Sucking 220 50 1400 160 0.80 6 65 5.20
GMA1-380B-1 380 1 Blowing 220 50 1400 160 0.80 6 65 5.20
GMA3-380S-1 380 3 Sucking 380 50 1400 160 0.50 None 65 5.20
GMA3-380BH4-1 380 3 Blowing 380 50 1400 160 0.50 None 65 5.20
GMA1-380S-2 380 1 Sucking 220 50 920 100 0.45 4 56 5.20
GMA1-380BH6-1 380 1 Blowing 220 50 920 100 0.45 4 56 5.20
GMA3-380S-2 380 3 Sucking 380 50 920 100 0.35 None 56 5.20

GMA3-380BH6-1 380 3 Blowing 380 50 920 100 0.35 None 56 5.20

ORDER HOTLINE
tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



400mm Axial Fan
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Supply: Pa
Single Phase = 220V/50Hz
Three Phase = 380V/50Hz 20l
160
120
;IP
80
&L /6P
40
20
400 800 1200 1600 2000 2400 2800 3200 36004000 m3/h
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM  Watts Amps uF/MFD  dB(A) L (¢]
GMA1-400S-1 400 1 Sucking 220 50 1400 195 0.91 6 65 6.00
GMA1-400B-1 400 1 Blowing 220 50 1400 195 0.91 6 65 6.00
GMA3-400S-1 400 3 Sucking 380 50 1400 190 0.48 None 65 6.00
GMA3-400B-1 400 3 Blowing 380 50 1400 190 0.48 None 65 6.00
GMA1-400S-2 400 1 Sucking 220 50 920 120 0.56 5 60 6.00
GMA1-400B-2 400 1 Blowing 220 50 920 120 0.56 5 60 6.00
GMA3-400S-2 400 3 Sucking 380 50 920 120 0.40 None 60 6.00
GMA3-400B-2 400 5] Blowing 380 50 920 120 0.40 None 60 6.00

ORDER HOTLINE
tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



420mm Axial Fan
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Supply:

Single Phase = 220V/50Hz Pa
Three Phase = 380V/50Hz 170
150
130 4PI3PH
7
110
4P-1PH
90 v
6P-3RH
" 6P-1PH 7
50
30
10
200 600 1000 1400 1800 2200 2600 3000 3400 3800 4200 4600 M3/h
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM Watts Amps uF/MFD  dB(A) KG
GMA1-420S-1 420 1 Sucking 220 50 1350 220 1.00 6 68 5.80
GMA1-420B-1 420 1 Blowing 220 50 1350 220 1.00 6 68 5.80
GMA3-420S-1 420 3 Sucking 380 50 1350 220 0.52 None 68 5.80
GMA3-420B-1 420 3 Blowing 380 50 1350 220 0.52 None 68 5.80
GMA1-420S-2 420 1 Sucking 220 50 900 130 0.70 4 58 5.80
GMA1-420B-2 420 1 Blowing 220 50 900 130 0.70 4 58 5.80
GMA3-420S-2 420 3 Sucking 380 50 900 120 0.40 None 58 5.80

GMA3-420B-2 420 3 Blowing 380 50 900 120 0.40 None 58 5.80

ORDER HOTLINE
tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



450mm Axial Fan
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Supply: Pa
Single Phase = 220V/50Hz 200
Three Phase = 380V/50Hz 180
160
140
120 4P
100
80
60 6P
/
40
20
1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 M3/h
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM Watts Amps uF/MFD  dB(A) [ (¢]
GMA1-450S-1 450 1 Sucking 220 50 1380 240 1.08 8 68 8.00
GMA1-450B-1 450 1 Blowing 220 50 1380 240 1.08 8 68 8.00
GMA3-450S-1 450 3 Sucking 380 50 1380 240 0.60 None 68 8.00
GMA3-450B-1 450 3 Blowing 380 50 1380 240 0.60 None 68 8.00
GMA1-450S-2 450 1 Sucking 220 50 920 160 0.75 6 (7] 8.00
GMA1-450B-2 450 1 Blowing 220 50 920 160 0.75 6 62 8.00
GMA3-450S-2 450 3 Sucking 380 50 920 160 0.53 None 62 8.00
GMA3-450B-2 450 3 Blowing 380 50 920 160 0.53 None 62 8.00

GMA1-450SP-1 450 1 Sucking 220 900 165 0.80 6 58 5.40

50
GMA1-450BP-1 450 1 Blowing 220 50 900 165 0.80 6 58 5.40

ORDER HOTLINE

tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



500mm Axial Fan
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Supply: Pa 200
Single Phase = 220V/50Hz 180
Three Phase = 380V/50Hz 160
140
120
100
80
60
40
20
m3/h
350040004500 500(?500600065007000750080008500
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM Watts Amps uF/MFD  dB(A) (€]
GMA1-500S-1 500 1 Sucking 220 50 1390 520 2.30 16 72 9.80

GMA1-500B-1 500 1 Blowing 220 50 1390 520 2.30 16 72 9.80
GMA3-500S-1 500 3 Sucking 380 50 1390 520 1.20 None 72 9.80
GMA3-500B-1 500 3 Blowing 380 50 1390 520 1.20 None 72 9.80
GMA1-500S-4 500 Sucking 220 50 1380 460 2.20 12 7 9.20
GMA1-500B-4 500 Blowing 220 50 1380 460 2.20 12 7 9.20
GMA3-500S-4 500 Sucking 380 50 1380 460 1.10 None 71 9.20
GMA3-500B-4 500 Blowing 380 50 1380 460 1.10 None 7 9.20
GMA1-500S-5 500 Sucking 220 50 1400 380 1.70 10 70 8.80
GMA1-500B-5 500 Blowing 220 50 1400 380 1.70 10 70 8.80
GMA3-500S-5 500 50 1400 380 0.82 None 70 8.80

||

1
3
1
3 Sucking 380
3
1

GMA3-500B-5 500 Blowing 380 50 1400 380 0.82 None 70 8.80
GMA1-500S-6 500 Sucking 220 50 928 270 1.30 10 68 9.80
GMA1-500B-6 500 1 Blowing 220 50 928 270 1.30 10 68 9.80
GMA3-500S-2 500 3 Sucking 380 50 928 270 0.73 None 68 9.80
GMA3-500B-2 500 3 Blowing 380 50 928 270 0.73 None 68 9.80
GMA1-500S-2 500 1 Sucking 220 50 925 240 1.20 10 (4 9.20

|

GMA1-500B-2 500 1 Blowing 220 5 925 240 1.20 10 67 9.20
GMA3-500S-6 500 3 Sucking 380 50 925 240 0.63 None 67 9.20
....... GMA3-500B-6 500 3 Blowing 380 50 925 240 0.63 None 67 9.20 e

ORDER HOTLINE

tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



550mm Axial Fan
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Supply: Pa
Single Phase = 220V/50Hz 200
Three Phase = 380V/50Hz 180
160
4P
140 |
120
100
B0 6P
60 7/
40
20
m3/h
3000 4000 5000 6000 7000 8000 9000 10000 11000
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM  Watts Amps uF/MFD  dB(A) L (¢]
GMA1-550S-2 550 1 Sucking 220 50 1410 550 2.60 16 76 11.50
GMA1-550BH4-1 550 1 Blowing 220 50 1410 550 2.60 16 76 11.50
GMA3-550S-2 550 Sucking 380 50 1410 550 1.40 None 76 11.50

GMA3-550B-2 550 Blowing 380 50 1410 550 1.40 None 76 11.50
2

3
3
GMA1-550S-1 550 1 Sucking 220 350 1.70 12 71 11.50
1
3

50 925
GMA1-550B-1 550 Blowing 220 50 925 350 1.70 12 7 11.50
0

GMA3-550S-1 550 Sucking 38 50 925 350 0.92 None 71 11.50

GMA3-550B-1 550 3 Blowing 380 50 925 350 0.92 None 7 11.50

ORDER HOTLINE

tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



600mm Axial Fan
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Supply: -
Single Phase = 220V/50Hz
Three Phase = 380V/50Hz 180
160
140
4p
120 /_
100
80 b
60 7
40
8P
20
m3/h
3000 4000 50006000 700080009000 10000 11000
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number IE] Direction Volts Hertz RPM Watts Amps uF/MFD  dB(A) KG
GMA1-600S-2 600 1 Sucking 220 50 1380 710 3.30 20 77 13.50
GMA1-600BH4-1 600 1 Blowing 220 50 1380 710 3.30 20 77 13.50
GMA3-600S-2 600 3 Sucking 380 50 1380 700 1.65 None 77 13.50
GMA3-600BH4-1 600 3 Blowing 380 50 1380 700 1.65 None 77 13.50
GMA1-600S-1 600 1 Sucking 220 50 930 410 1.90 12 72 13.50
GMA1-600BH6-1 600 1 Blowing 220 50 930 410 1.90 12 72 13.50
GMA3-600S-1 600 3 Sucking 380 50 930 410 1.10 None 72 13.50
GMA3-600BH6-1 600 3 Blowing 380 50 930 410 1.10 None 72 13.50
GMA1-600S3 600 1 Sucking 220 50 690 265 1.30 10 68 13.50
GMA1-600B-3 600 1 Blowing 220 50 690 265 1.30 10 68 13.50

ORDER HOTLINE

tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



630mm Axial Fan
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Supply: -
Single Phase = 220V/50Hz
Three Phase = 380V/50Hz 180
160
4P
140 /_
120
100
80 id =
()
40
20
m3/h
3000 4000 50006000 700080009000 10000 12000 13000
Pole Star Blade PH Airflow Voltage Frequency Speed Input Current Capacitor Noise Weight
Part Number Dia Direction Volts Hertz RPM Watts Amps uF/MFD  dB(A) KG
GMA1-630S-2 630 1 Sucking 220 50 1410 780 3.60 20 77 15.00
GMA1-630B-2 630 1 Blowing 220 50 1410 780 3.60 20 77 15.00
GMA3-630S-2 630 3 Sucking 380 50 1410 780 1.75 None 77 15.00
GMA3-630B-2 630 3 Blowing 380 50 1410 780 1.75 None 77 15.00
GMA1-630S-1 630 1 Sucking 220 50 930 540 2.50 16 72 15.00
GMA1-630B-1 630 1 Blowing 220 50 930 540 2.50 16 72 15.00
GMA3-630S-1 630 3 Sucking 380 50 930 520 1.25 None 72 15.00
GMA3-630B-1 630 3 Blowing 380 50 930 520 1.25 None 72 15.00
GMA1-630S-3 630 1 Sucking 220 50 680 328 1.50 12 68 15.00
GMA1-630B-3 630 1 Blowing 220 50 680 328 1.50 12 68 15.00

ORDER HOTLINE
tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



710mm Axial Fan

Supply: Pa 200
Single Phase = 220V/50Hz 180 T e
Three Phase = 380V/50Hz e \ .
4PAS
140
120 6PA5/
100
80
60
8PA
40
20
m3/h
8000 10000 12000 1400 16000 18000 20000 22000 24000
Pole Star Blade PH Airflow Supply Connection Speed Input Current No of Noise  Weight
Part Number Dia Direction V/Hz Star/Delta RPM Watts Amps Blades dB(A) L (¢]
GMA3-710S4 710 3 Sucking 380/50 Delta 1400 1600 3.20 7 88 26.00
Star 1200 1360 2.30 7 83 26.00
GMA3-710B4 710 3 Blowing 380/50 Delta 1400 1600 3.20 7 88 26.00
Star 1200 1360 2.30 7 83 26.00
GMA3-71084-1 710 3 Sucking 380/50 Delta 1400 1320 2.50 5 80 23.00
Star 1200 1050 1.65 5 75 23.00
GMA3-710B4-1 710 3 Blowing 380/50 Delta 1400 1320 2.50 5 80 23.00
Star 1200 1050 1.65 5 75 23.00
GMA3-710S6-1 710 3 Sucking 380/50 Delta 925 1050 2.40 7 7 26.00
Star 780 850 1.50 7 74 26.00
GMA3-710B6-1 710 3 Blowing 380/50 Delta 925 1050 2.40 7 7 26.00
Star 780 850 1.50 7 74 26.00
GMA3-710S6 710 3 Sucking 380/50 Delta 920 850 1.95 5 73 23.00
Star 760 630 1.08 5 68 23.00
GMA3-710B6 710 3 Blowing 380/50 Delta 920 850 1.95 5 73 23.00
Star 760 630 1.08 5 68 23.00
GMA3-710S8 710 3 Sucking 380/50 Delta 685 430 1.10 5 67 23.00
Star 550 310 0.55 5 62 23.00
5

GMA3-710B8 710 3 Blowing  380/50 Delta 685 430 1.10 67 23.00
"""" Star 550 310 0.55 5 62 23.00 [

ORDER HOTLINE
tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



800mm Axial Fan

Supply: Pa 200
Single Phase = 220V/50Hz 180
Three Phase = 380V/50Hz 160 4}7
4RAS
140 -~
120 —
100 i lﬁm
80
60
8p
40
20
m3/h
800 12000 16000 20000 24000 28000 32000
10000 14000 18000 22000 26000 30000
Pole Star Blade PH Airflow Supply Connection Speed Input Current No of Noise  Weight
Part Number Dia Direction V/Hz Star/Delta RPM Watts Amps Blades dB(A) (¢}
GMA3-800S4 800 3 Sucking 380/50 Delta 1400 1600 3.20 5 88 28.00
Star 1200 1360 2.30 5 83 28.00
GMA3-800B4 800 3 Blowing 380/50 Delta 1400 1600 3.20 5 88 28.00
Star 1200 1360 2.30 5 83 28.00
GMA3-800S6-1 800 3 Sucking 380/50 Delta 930 1400 3.40 7 84 31.00
Star 790 1120 2.00 7 78 31.00
GMA3-800B6-1 800 3 Blowing 380/50 Delta 930 1400 3.40 7 84 31.00
Star 790 1120 2.00 7 78 31.00
GMA3-800S6 800 3 Sucking 380/50 Delta 920 1100 2.40 5 83 27.00
Star 750 850 1.50 5 76 27.00
GMA3-800B6 800 3 Blowing 380/50 Delta 920 1100 2.40 5 83 27.00
Star 750 850 1.50 5 76 27.00
GMA3-800S8 800 3 Sucking 380/50 Delta 680 650 1.50 5 75 27.00
Star 560 460 0.80 5 71 27.00
GMA3-800B8 800 3 Blowing 380/50 Delta 680 650 1.50 5 75 27.00
...... Star 560 460 0.80 5] 71 27.00

ORDER HOTLINE

tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



900mm Axial Fan

1)
+
1)
o
®
8

Supply: P
Single Phase = 220V/50Hz a
Three Phase = 380V/50Hz 200
180
ﬂ’D
160
140
120
100 }P 0
6PY
80 $PY- ~
60 12| %
40
20
m3/h
2000 6000 10000 14000 18000 22000 26000
4000 8000 12000 16000 20000 24000
Pole Star Blade PH Airflow Supply Connection Speed Input Current No of Noise  Weight
Part Number Dia Direction V/Hz Star/Delta RPM Watts Amps Blades dB(A) KG
GMA3-900S6 900 3 Sucking 380/50 Delta 905 1600 3.50 5 85 33.00
Star 750 180 2.10 5 79 33.00
GMA3-900B6 900 3 Blowing 380/50 Delta 905 1600 3.50 5 85 33.00
Star 750 1800 2.10 5 79 33.00
GMA3-900S8 900 3 Sucking 380/50 Delta 685 950 2:15 7 69 33.00
Star 560 660 1.15 7 77 33.00
GMA3-900B8 900 3 Blowing 380/50 Delta (3:1) 950 2.15 7 69 33.00
Star 560 660 1.15 7 77 33.00
GMA3-900S12 900 B) Sucking 380/50 Delta 440 450 1.45 7 72 33.00

ORDER HOTLINE
tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com



Mounting Plates
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[“NEES]

675
740
840
769 880
822
922 d 68 1070 1010 120 35

ORDER HOTLINE

tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com




Units of Air Flow
|
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Converting between common units of airflow measurement.
The most common units for measuring the airflow of axial and centrifugal fans are:-

CFM Cubic feet per minute L/min Litres per minute
M3/hr  Cubic metres per hour L/sec Litres per second

1 foot = 12 inches, so 1 cubic foot = 12 x 12 x 12 = 1,728 cubic inches
1 metre = 39.37 inches, so 1 cubic metre = 39.37 x 39.37 x 39.37 = 61,023.378 cubic inches
1 litre = 1 cubic metre / 1,000 = 61,023.378 / 1,000 = 61.023378 cubic inches = 61 approx

1 cubic metre = 61,023.378 / 1,728 = 35.3144 cubic feet

1 cubic metre = 61,023.378 / 61.023378 = 1,000 litres

1 cubic foot = 1,728 / 61,023.378 = 0.028317 cubic metres
1 cubic foot = 1,728 / 61.023378 = 28,317016 litres

1 litre = 61.023378 / 61,023.378 = 0.001 cubic metres

1 litre = 61.023378 / 1,728 = 0.0353144 cubic feet

1 CFM = 0.028317 cubic metres x 60 = 1.69902 cubic metres per hour

1 CFM =0.028317 cubic metres / 1,000 = 28.317 litres per minute

1 M3/hr = 35.3144 cubic feet / 60 = 0.588567 cubic feet per minute

1 m3/hr = 1000 litres / 60 = 16.666667 litres per minute

11/min = 0.0353144 cubic feet per minute

11/min = 0.001 cubic metres per minute x 60 = 0.06 cubic metres per hour
11/sec = litres per minute / 60 = litres per second

Guide to Flow Rates

Units CFM M3/hr Vmin lisec
10 CFM 20CFM
10 M3/hr . 20 M3/hr
10 Vmin L 20 Vmin

CFM M3/hr
30CFM 50 CFM
30 M3/hr . 50 M3/hr
30 Vmin . d 50 L. min

CFM  M3/hr
100 CFM 150 CFM
100 M3/hr 150 M3/hr
100 I/min . 100 150 I/min

ORDER HOTLINE

tel: 01526 399 711 | fax: 01526 399 744 | email: sales@psp.uk.com
www.psp.uk.com




P LE STAR

PRODUCTS LIMITED

Bardney Airfield | Henry Lane | Bardney
Nr. Lincoln | Lincolnshire | LN3 5TP

tel: 01526 399 711| fax: 01526 399 744
email: sales@psp.uk.com

www.psp.uk.com



